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Overall description
SA2 would like to inform that FS_RACS study has been completed and conclusions of the study are documented in clause 8 of TR 23.743 v16.0.0. SA2 has approved a normative WI in order to specify the results of the study in S2-1902441. The WID is subject to SA plenary’s approval.
SA2 would like to inform that the feature of radio capabilities signalling optimisation from SA2 perspective applies to both E-UTRA(N) and NR and both EPS and 5GS, as per the approved WID.
In addition SA2 would like to inform that a decision has been taken to introduce a new NF for the allocation and management of the UE capability ID called UE Capability Management Function (UCMF). This assigns the PLMN-Specific UE capability IDs and also allows the provisioning in AMFs and MMEs and resolution of the mapping of the IDs to the associated UE Radio Capabilities. In SA2 it was proposed that this function can also help in the provisioning of PLMN-Wide filters (if used in a PLMN) to RAN nodes in that the UCMF could distribute this to the AMFs/MMEs and the AMFs/MMEs could provision this in the RAN using NG-AP/S1-AP. SA2 would like to understand whether this could be a reasonable approach to distribution and update of these PLMN-Wide filters to the RAN.
SA2 would like to highlight that in order to reduce signalling inside the network i.e. CN and in RAN-to-CN interfaces the feature can also be deployed without requiring UE impacts i.e. using legacy UEs.
SA2 has also identified one open issue related to the signalling procedure used for the assignment of PLMN-specific UE Capability ID. SA2 has identified two possible mechanisms:

After Core Network receives the UE radio capabilities from RAN, the AMF assigns a UE Capability ID to the UE and either:
1) Provides the UE Capability ID to UE using a NAS procedure; or

2) Provides the UE Capability ID to RAN which in turn signals it to the UE using RRC signalling.
SA2 decided to resolve the exact procedure in normative phase of the work and would appreciate any feedback RAN2 and RAN3 may have.
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Actions
To RAN, RAN2, RAN3, CT1, CT4
ACTION: 
SA2 asks recipients of this LS to take this information into account in their own work management.
To RAN2, RAN3

ACTION:  1. SA2 asks feedback for the two identified assignment methods of the PLNM-specific UE Capability ID
2. SA2 asks for feedback for the approach of distribution and update of PLMN-wide filters from UCMF.
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