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**** First Change ****
[bookmark: _Toc4683806]5.31.4	Control Plane CIoT 5GS Optimisation
The Control Plane CIoT 5GS Optimisation is used to exchange user data between the UE and the SMF as payload of a NAS message in both uplink and downlink directions, avoiding the establishment of a user plane connection for the PDU Session. The UE and the AMF perform integrity protection and ciphering for the user data by using NAS PDU integrity protection and ciphering. For IP and Ethernet data, the UE and the SMF may negotiate and perform header compression.
When the Control Plane CIoT 5GS Optimisation feature is used and the PDU session type is unstructured, the SMF selects either NEF or UPF based on information in the UE's subscription.
[bookmark: OLE_LINK26][bookmark: OLE_LINK27]During PDU Session Establishment procedure the AMF decides Control Plane CIoT 5GS Optimisation shall be used for data transmission and indicates it to the SMF. The SMF does not trigger the user plan connection establishment for the PDU Session. When the PDU Session is activated without user plane resource (i.e. DRB(s)) configured to the UE, the UE recognizes Control Plan CIoT 5GS Optimization is enabled for the PDU Session. 
Editor's note:	How the UE knows whether Control Plane CIoT 5GS Optimisation is enabled for certain PDU session is FFS.
Early Data Transmission may be initiated by the UE for mobile originated Control Plane CIoT 5GS Optimisation.
**** End of Changes ****

