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Start of Change
5.X 	Support for 5G LAN-type service
5.X.1 	General
The service requirements for 5G LAN-type service are specified in TS 22.261 [2]. 
A 5G-LAN group consists of a a set of UEs using private communication for 5G LAN-type services. 
5.X.2 	5G LAN group management
5G System supports 5G LAN Group Management can be configured by a network administrator or can be managed dynamically by AF. 
The 5G LAN group member is uniquely identifed by GPSI. The group as described in clause 5.2.3.3.1 of TS 23.502 [4] is applicable to 5G LAN-type services. 
In order to support dynamic 5GLAN Group Management, the NEF exposes a set of service to manage (e.g. add/delete) 5G LAN group and 5G LAN member.
The 5G LAN group configuration is either provided by OA&M or provided by an AF to the NEF. The 5G LAN group configuration is stored in the UDR. 
When configuration is provided by an AF, the NEF service operations information flow procedure described in TS 23.502 [3] clause 4.15.6.2 applies. The 5G LAN group configuration in UDR may include the following parameters: GPSI (i.e. UE Identities of the 5G LAN group), PDU session type, DNN, S-NSSAI.
The third party AF may update the UE Identities of the 5G LAN group at any time after the initial provisioning. 
Editor’s note: Relation between DNN and 5G LAN group, e.g. whether and how a 1:1 and/or 1:N relation is supported, is FFS.
The mapping of DNN and 5GLAN group is 1:N.
NOTE: for a certain UE, at a given time it can only belong to one 5GLAN group. 
The PCF delivers 5G LAN group configuration information (DNN, S-NSSAI, PDU session type) to the UE for each GPSI that belongs to a 5G-LAN group. The 5G LAN group configuration information is delivered in the URSP from the PCF to the UE using the UE Configuration Update procedure for transparent UE Policy delivery as described in TS 23.502 [3] clause 4.2.4.3 and TS 23.503 [45] clause 6.1.2.2.

End of change
