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Editor's note:
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Rev 1:

1. Remove the RTT threshold since the agreement is achieved that RTT threshold is not necessary;

2. Remove the PMF session related FFS;

3. Leave the QoS related FFS.

Rev 2:

1. Update the cover sheet;
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	Summary of change:
	1. Remove the RTT threshold since the agreement is achieved that RTT threshold is not necessary.

	
	

	Consequences if not approved:
	Some main issues are not resolved and measurement can not work.

	
	

	Clauses affected:
	5.32.5.2, 5.32.8

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


**** Start of Change ****
5.32.5
Access Network Performance Measurements

5.32.5.1
General principles

When the UE requests an MA PDU Session Establishment and indicates it is capable to support ATSSS, the UE may receive Measurement Assistance Information, during the establishment of an MA PDU session. This information assists the UE in determining which measurements shall be performed over both accesses, as well as whether and when measurement reports need to be sent to the network. 

Measurement Assistance Information shall include the IP address and the UDP port of a Performance Measurement Function (PMF) in the UPF, with which the UE can send PMF protocol messages. 
The following PMF protocol messages can be exchanged between the UE and the PMF:

 -
Messages for Round Trip Time (RTT) measurements, e.g. when the "Smallest Delay" steering mode is used;

-
Messages for reporting Access availability/unavailability by the UE to the UPF.

Editor's Note:
Before any PMF protocol messages can be exchanged between the UE and UPF, whether a PMF session between the UE and the UPF should be established is FFS.  

When the UE requests a MA PDU session and indicates it is capable to support the MPTCP functionality only, the network should not send Measurement Assistance Information as in this case the UE can use measurements available at the MPTCP layer.

5.32.5.2
Round Trip Time measurement

If required by the ATSSS rules of a MA PDU session, RTT measurement can be conducted by the UE and UPF independently. There is no measurement reporting from one side to the other. 

The estimation of the RTT by the UE or by the UPF is based on the following mechanism: one entity (UE or UPF) sends an PMF-Echo Request to the destination address/port of the PMF function in the peer entity, which replies with an PMF-Echo Response to the source address/port of the PMF function in the originating entity. The originating entity derives an estimation of the average RTT over an access type by averaging the RTT measurements obtained over this access. 

Editor's Note:
Whether the 5QI value used to convey the PMF-Echo Request / PMF-Echo Response messages is determined by Measurement Assistance Information or is pre-configured in the UE is FFS. 

**** 2nd Change ****
5.32.8
ATSSS Rules

As specified in clause 5.32.3, after the establishment of a MA PDU Session, the UE receives a prioritized list of ATSSS rules from the SMF. The structure of an ATSSS rule is specified in Table 5.32.8-1.

Table 5.32.8-1: Structure of ATSSS Rule

	Information name
	Description
	Category
	SMF permitted to modify in a PDU context
	Scope

	Rule Precedence
	Determines the order in which the ATSSS rule is evaluated in the UE.
	Mandatory
(NOTE 1)
	Yes
	PDU context

	Traffic Descriptor
	This part defines the Traffic descriptor components for the ATSSS rule.
	Mandatory
(NOTE 2)
	
	

	Application  descriptors
	One or more application identities that identify the application(s) generating the traffic (NOTE 3).
	Optional
	Yes
	PDU context

	IP descriptors
(NOTE 4)
	One or more 5-tuples that identify the destination of IP traffic.
	Optional
	Yes
	PDU context

	Non-IP descriptors
(NOTE 4)
	One or more descriptors that identify the destination of non-IP traffic, i.e. of Ethernet traffic.
	Optional
	Yes
	PDU context

	Access Selection Descriptor
	This part defines the Access Selection Descriptor components for the ATSSS rule.
	Mandatory
	
	

	Steering Mode
	Identifies the steering mode that should be applied for the matching traffic.
	Mandatory
	Yes
	PDU context

	Steering Functionality
	Identifies whether the MPTCP functionality or the ATSSS-LL functionality should be applied for the matching traffic.
	Optional
(NOTE 5)
	Yes
	PDU context

	NOTE 1:
Each ATSSS rule has a different precedence value from the other ATSSS rules.
NOTE 2:
At least one of the Traffic Descriptor components is present.

NOTE 3:
An application identity consists of an OSId and an OSAppId. 
NOTE 4:
An ATSSS rule cannot contain both IP descriptors and Non-IP descriptors.
NOTE 5:
If the UE supports only one Steering Functionality, this component is omitted.


The UE evaluates the ATSSS rules in priority order.

Each ATSSS rule contains a Traffic Descriptor (containing one or more components described in Table 5.32.8-1) that determines when the rule is applicable. An ATSSS rule is determined to be applicable when every component in the Traffic Descriptor matches the considered service data flow (SDF). 

One ATSSS rule with a "match all" Traffic Descriptor may be provided, which matches all SDFs. When provided, it shall have the least Rule Precedence value, so it shall be the last one evaluated by the UE. 

NOTE 1:
The format of the "match all" Traffic descriptor of an ATSSS rule is defined in stage-3.

Each ATSSS rule contains an Access Selection Descriptor that contains the following components:
-
A Steering Mode, which determines how the traffic of the matching SDF should be distributed across 3GPP and non-3GPP accesses. The following Steering Modes are supported:
-
Active-Standby: It is used to steer a SDF on one access (the Active access), when this access is available, and to switch the SDF to the other access (the Standby access), when Active access becomes unavailable. When the Active access becomes available again, the SDF is switched back to this access. If the Standby access is not defined, then the SDF is only allowed on the Active access and cannot be transferred on another access.

-
Smallest Delay: It is used to steer a SDF to the access that is determined to have the smallest Round-Trip Time (RTT). As defined in clause 5.32.5, measurements may be obtained by the UE and UPF to determine the RTT over 3GPP access and over non-3GPP access.

-
Load-Balancing: It is used to split a SDF across both accesses. It contains the percentage of the SDF traffic that should be sent over 3GPP access and over non-3GPP access.

-
Priority-based: It is used to steer all the traffic of an SDF to the high priority access, until this access is determined to be congested. In this case, the traffic of the SDF is sent also to the low priority access, i.e. the SDF traffic is split over the two accesses. In addition, when the high priority access becomes unavailable, all SDF traffic is switched to the low priority access. How UE and UPF determine when a congestion occurs on an access is implementation dependent.
-
A Steering Functionality, which identifies whether the MPTCP functionality or the ATSSS-LL functionality should be used to steer the traffic of the matching SDF. This is used when the UE supports multiple functionalities for ATSSS, as specified in clause 5.32.6 ("Support of Steering Functions").

As an example, the following ATSSS rules could be provided to UE:
a)
"Traffic Descriptor: UDP, DestAddr 1.2.3.4", "Steering Mode: Active-Standby, Active=3GPP, Standby=non-3GPP"
-
This rule means "steer UDP traffic with destination IP address 1.2.3.4 to the active access (3GPP), if available. If the active access is not available, use the standby access (non-3GPP)".

b)
"Traffic Descriptor: TCP, DestPort 8080", "Steering Mode: Smallest Delay"
-
This rule means "steer TCP traffic with destination port 8080 to the access with the smallest delay". The UE needs to measure the RTT over both accesses, in order to determine which access has the smallest delay.

c)
"Traffic Descriptor: Application-1", "Steering Mode: Load-Balancing, 3GPP=20%, non-3GPP=80%", "Steering Functionality: MPTCP"
-
This rule means "send 20% of the traffic of Application-1 to 3GPP access and 80% to non-3GPP access by using the MPTCP functionality".
**** End of Changes ****
