SA WG2 Temporary Document

Page 2

3GPP TSG-SA WG2 Meeting #132
S2-1904296
08 - 12 Apr., 2019, Xian, P.R.China
(revision of S2-1903212)
Source:
Nokia, Nokia Shanghai Bell
Title:
EPC Interworking Architecture for LCS service
Document for:
Approval
Agenda Item:
6.13
Work Item / Release:
5G_eLCS / R16
Abstract of the contribution: The paper is to propose EPC Interworking Architecture for LCS service.
Discussion
Based on the proposals described in the discussion paper (S2-1901706), the LCS EPC Interworking Architecture is proposed.
Proposal
It is proposed to update TS 23.273 as follows. All are new texts
FIRST CHANGE
4.2a Interworking with EPC

4.2a.1
Non-roaming architecture

Figure 4.2a.1-1 represents the non-roaming architecture of Location Services for interworking between 5GS and EPC/E-UTRAN.
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 Figure 4.2a.1-1: Non-roaming architecture of Location Services for interworking between 5GS and EPC/E-UTRAN
NOTE: EPC GMLC and 5GC GMLC may be collocated in implementation, in such case NLx is not needed.
4.2a.2
Roaming architecture

Figure 4.2a.2-1 and Figure 4.2a.2-2 represent the Roaming architecture of Location Services for interworking between 5GS and EPC/E-UTRAN.
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Figure 4.2a.2-1: Roaming architecture of Location Services for interworking between 5GS and EPC/E-UTRAN (LCS request received from EPC in HPLMN, target UE is served by 5GC in VPLMN)
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Figure 4.2a.2-2: Roaming architecture of Location Services for interworking between 5GS and EPC/E-UTRAN (LCS request received from EPC in HPLMN, target UE is served by 5GC in VPLMN)
END OF CHANGES
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