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	Reason for change:
	It was not explicitly discussed regarding EPS IWK support for UE(s) in NPN access mode however it is not expected that S1-MME supports NID, also not S10/N26 (as this was not considered as part of the study nor the work item discussion). Somehow, agreed CR (S2-1902921) for TS 23.502 HO required message as part of EPS IWK section seems to include this:
· In the case of handover to a shared EPS network, the source NG-RAN determines a PLMN to be used in the target network as specified by TS 23.501 [2]. The source NG-RAN shall indicate the selected PLMN ID (or PLMN ID and NID, see 23.501 [2] clause 5.x) to be used in the target network to the AMF as part of the TAI sent in the HO Required message.
Seems like this was an oversight as clarified by the authors.

	
	

	Summary of change:
	It is proposed to clarify that EPS IWK is not supported in the NPN access mode.

	
	

	Consequences if not approved:
	Unclear whether EPS IWK is supported or not in the NPN access mode.
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5.30	Support for non-public networks
[bookmark: _Toc4683792]5.30.1	General
A Non-Public Network (NPN) is a 5GS deployed for non-public use, see TS 22.261 [2]. An NPN may be deployed as:
-	a Stand-alone Non-Public Network (SNPN), i.e. operated by an NPN operator and not relying on network functions provided by a PLMN, or
-	a Public network integrated NPN, i.e. a non-public network deployed with the support of a PLMN.
SNPN 5GS deployments are based on the architecture depicted in clause 4.2.3 and the additional functionality covered in clause 5.30.2.
Interworking with EPS is not supported for SNPN.

Public network integrated NPNs can be enabled using network slicing (see Annex D). To prevent unauthorized UEs from trying to access a Public network integrated NPN, the Closed Access Group (CAG) functionality described in clause 5.29.3 can be used in addition.
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