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	Reason for change:
	A PFD may contain IP-tuple, URI, Domain name (and information about applicable protocols) or any combination of them (see below).  

6.1.2.3.2
Packet Flow Description

…

A PFD include the following information:

-
PFD id; and

-
one or more of the following:

-
a 3-tuple including protocol, server side IP address and port number;

-
the significant parts of the URL to be matched, e.g. host name;

-
a Domain name matching criteria and information about applicable protocol(s).

Stage 3 (TS 29.551, and TS 29.244 in Rel-15) has specified multiple values/instances for every attribute, i.e. more than one 3-tuple is possible. It’s proposed to align with stage 3 by using plural form for the attribute.
It’s SA2’s view that multiple values for the 3-tuple are necessary because there can be multiple IP addresses for the same URL (e.g. for load balancing purpose). SA2 does not see the need to have multiple values for URL or Domain name in the same PFD.  Regarding multiple URLs or multiple domain names, it’s SA2 view that separate PFDs should be used.

Therefore it’s proposed to align with stage 3 by using plural form only for the 3-tuple.
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************** Start of changes ***************
6.1.2.3.2
Packet Flow Description

PFD (Packet Flow Description) is a set of information enabling the detection of application traffic.

Each PFD may be identified by a PFD id. A PFD id is unique in the scope of a particular application identifier. Conditions for when PFD ID is included in the PFD is described in TS 29.551 [17]. There may be different PFD types associated to an application identifier.

A PFD include the following information:

-
PFD id; and

-
one or more of the following:

-
3-tuple(s) including protocol, server side IP address and port number;

-
the significant parts of the URL to be matched, e.g. host name;

-
a Domain name matching criteria and information about applicable protocol(s).

NOTE 1:
Based on the agreement between AF and mobile operator, the PFD can be designed to convey proprietary extension for proprietary application traffic detection mechanisms.
NOTE 2: How the PFD(s) are used in service flow detection is specified in clause 6.2.2.2.
**** End of Changes ****
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