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Abstract of the contribution: This contribution proposes policy/parameters for V2X communications over PC5.
1.
 Introduction

For Key Issue #5 (Service Authorization and Provisioning to UE for eV2X communications over PC5 reference point), it is concluded that Solution #20 in clause 6.20 of TR 23.786 is selected for normative work. The list of policy/parameters for V2X communications over PC5 is specified in Solution #20. 

In this contribution, further policy parameter besides those described in Solution #20 is proposed as below: 

- The list of service types (e.g. PSID or ITS-AIDs) that are allowed to use specific PQI values (e.g. the highest level of priority)

RAN2 agreed in their LS (S2-1902790/R2-1902494) to use PQI for NR sidelink. If any V2X services can use the highest level of 5QI values, then it would lead to a race condition between different V2X services and a lower priority service may get more resources than a higher priority service. 
2. Proposals
It is proposed to adopt the following text in TS 23.287.   
*** Start of the changes ***

5.1.2
Authorization and Provisioning for V2X communications over PC5 reference point

5.1.2.1
Policy/Parameter provisioning
The following information for V2X communications over PC5 reference point is provisioned to the UE:
1)
Authorization policy:

-
When the UE is "served by E-UTRA" or "served by NR":

-
PLMNs in which the UE is authorized to perform V2X communications over PC5 reference point when "served by E-UTRA" or "served by NR".

For each above PLMN:

-
RAT(s) over which the UE is authorized to perform V2X communications over PC5 reference point.

-
When the UE is "not served by E-UTRA" and "not served by NR":

-
Indicates whether the UE is authorized to perform V2X communications over PC5 reference point when "not served by E-UTRA" and "not served by NR".

-
RAT(s) over which the UE is authorized to perform V2X communications over PC5 reference point.

2)
Radio parameters when the UE is "not served by E-UTRA" and "not served by NR":

-
Includes the radio parameters per PC5 RAT (i.e. LTE PC5, NR PC5) with Geographical Area(s) and an indication of whether they are "operator managed" or "non-operator managed". The UE uses the radio parameters to perform V2X communications over PC5 reference point when "not served by E-UTRA" and "not served by NR" only if the UE can reliably locate itself in the corresponding Geographical Area. Otherwise, the UE is not authorized to transmit.

Editor's note: The radio parameters (e.g. frequency bands) are to be defined by RAN WGs. The reference to RAN specification will be added when defined in RAN WGs.

NOTE:
Whether a frequency band is "operator managed" or "non-operator managed" in a given Geographical Area is defined by local regulations.

3)
Policy/parameters per RAT for PC5 Tx Profile selection:

-
The mapping of service types (e.g. PSID or ITS-AIDs) to Tx Profiles.

Editor's note: The Tx Profiles are to be defined by RAN WGs. The reference to RAN specification will be added when defined in RAN WGs.

4)
Policy/parameters related to privacy:

-
The list of V2X services, e.g. PSID or ITS-AIDs of the V2X applications, with Geographical Area(s) that require privacy support.
5)
Policy/parameters when LTE PC5 is selected:

Same as specified in 3) Policy/parameters in clause 4.4.1.1.2 of TS 23.285 [8] except for the mapping of service types to Tx Profiles and the list of V2X services with Geographical Area(s) that require privacy support.
6)
Policy/parameters when NR PC5 is selected:
-
The mapping of service types (e.g. PSID or ITS-AIDs) to V2X frequencies with Geographical Area(s).
-
The list of service types (e.g. PSID or ITS-AIDs) that are allowed to use specific PQI values (e.g. the highest level of priority)
Editor's note: The V2X frequencies with Geographical Area(s) will be determined by RAN WGs. The reference to RAN specification will be added when defined in RAN WGs.
Editor's note: Whether Destination Layer-2 ID is part of the Policy/Parameter and how to determine the Destination Layer-2 ID are based on the conclusion of Key Issue #9 of TR 23.786.

Editor's note: Which QoS parameter(s) is used and how to determine the QoS parameter(s) is based on the conclusion of Key Issue #4 of TR 23.786.
*** End of the changes ***
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