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	Reason for change:
	In clause 5.29.3, we have below EN on outcome of eSBA study:
Editor’s note: Whether and how the above bullet needs to be updated due to eSBA is FFS
From eSBA CR (1010), the NF set concept has been introduced for an interchangeable NF instances of the same type, supporting the same services and the same Network Slice(s). Based on the eSBA works, it is propose to introduce the “dedicated SMF set” can also be responsible for managing all the PDU Sessions of a 5G-LAN group. 

As Set concept is mainly achieve high availability, thus we propose to update to the NOTE as below:

NOTE:	Having a dedicated SMF serving a 5G-LAN group does not contradict that redundancy solutions e.g. SMF Set or SMF Service Set can be used to achieve high availability.

In addition, to conclude on the SMF selection, first we need to address the EN on “DNN association with a 5G-LAN group”, thus it is proposing to refer clause 6.3.2 for SMF selection, based on the outcome, clause 6.3.2 need to be updated if necessary.

	
	

	Summary of change:
	[bookmark: _GoBack]Based on eSBA normative work, it is proposed to include dedicated SMF set or service set can also responsible for managing all the PDU Sessions of a 5G-LAN group especially to achieve high availability. In addition, for the SMF selection referred the clause 6.3.2 
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**** First Change ****
[bookmark: _Toc5026430]5.29.3	PDU Session management
Session management as defined for 5GS in clause 5.6 is applicable to 5G-LAN-type services with the following clarifications:
-	A UE gets access to 5G LAN-type services via a PDU Session of IP PDU Session type or Ethernet PDU Session type.
-	A PDU Session provides access to one and only one 5G-LAN group
-	A dedicated SMF is responsible for all the PDU Sessions for communication of a certain 5G-LAN group and SMF selection is described in clause 6.3.2.
Editor's note:	Whether and how the above bullet needs to be updated due to eSBA is FFS.
Editor's note:	Whether there are impacts to SMF selection to select this dedicated SMF is FFS.
NOTE:	Having a dedicated SMF serving a 5G-LAN group does not contradict that redundancy solutions e.g. SMF Set or SMF Service Set can be used to achieve high availability.
-	A DNN is associated with a 5G-LAN group
Editor's note:	The above bullet is FFS.
-	The UE provides a DNN associated with the 5G-LAN group to access the 5G LAN-type services for that 5G-LAN group, using the PDU Session Establishment procedure described in TS 23.502 [3], clause 4.3.2
-	During establishment of the PDU Session, secondary authentication as described in clause 5.6.6 and in TS 23.502 [3], clause 4.3.2.3, may be performed in order to authenticate and authorize the UE for accessing the DNN associated with the 5G-LAN group. Authentication and authorization for a DNN using secondary authentication implies authentication and authorization for the associated 5G-LAN group. There is no 5G-LAN group specific authentication or authorization defined.
-	The SM level subscription data for a DNN and S-NSSAI available in UDM, as described in clause 5.6.1, applies to a DNN associated to a 5G-LAN group.
-	Session management related policy control for a DNN as described in TS 23.502 [3], is applicable to a DNN associated to a 5G-LAN group. This includes also usage of URSP, for the UE to determine how to route outgoing traffic to a PDU Session for a DNN associated to a 5G-LAN group.
**** End of Changes ****

