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FIRST CHANGE

[bookmark: _Toc5026040]4.2.8.3	Reference Points for Trusted and Untrusted Non-3GPP Acccess
4.2.8.3.1	Overview
The description of the reference points specific for the non-3GPP access:
N2, N3, N4, N6: these are defined in clause 4.2.
Y1	Reference point between the UE and the untrusted non-3GPP access (e.g. WLAN). This depends on the non-3GPP access technology and is outside the scope of 3GPP.
Y2	Reference point between the untrusted non-3GPP access and the N3IWF for the transport of NWu traffic.
Y4	Reference point between the 5G-RG and the W-AGF which transports the user plane traffic and the N1 NAS protocol. The definition of this interface is outside the scope of 3GPP.
Y5	Reference point between the FN-RG and the W-AGF. The definition of this interface is outside the scope of 3GPP.
NWu	Reference point between the UE and N3IWF for establishing secure tunnel(s) between the UE and N3IWF so that control-plane and user-plane exchanged between the UE and the 5G Core Network is transferred securely over untrusted non-3GPP access.
NWt	Reference point between the UE and the TNGF. A secure NWt connection is established over this reference point, as specified in TS 23.502 [3], clause 4.12a.2.2. NAS messages between the UE and the AMF are transferred via this NWt connection.
Ta	A reference point between the TNAP and the TNGF; Ta is outside the scope of 3GPP but its requirements are documented in clause 4.2.8.3.2, which is used to support an AAA interface.
Tn	A reference point between two TNGFs, which is used to facilitate UE mobility between different TNGFs (inter-TNGF mobility).
Editor's note:	It is FFS if the inter-TNGF mobility will be specified in this release of the specification. If not specified, the mobility procedures over Tn will be out of the 3GPP scope.
4.2.8.3.2	Requirements on Ta
Ta shall be able to
· Carry EAP-5G traffic over a AAA interface before the NWt connection is established between the UE and the TNGF
· Allow the UE to request and receive IP configuration from the TNAN (including an IP address) , e.g. with DHCP. This is to allow the UE to use an IP stack to establish a NWt connection between the UE and the TNGF
· [bookmark: _GoBack]Allow the UE and the TNGF to exchange IP traffic

NEXT CHANGE

END OF CHANGES
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