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	Reason for change:
	Per agreed CR 0914 (S2-1900346) below note was added in section 4.16.11 after step 9:
NOTE: The (V-)PCF does not explicitly subscribe to notifications of N1 message for UE Policy Delivery Result from the AMF, since the N1 message for UE Policy Delivery is always known to be consumed by only (V-)PCF (see clause 5.2.2.2.4).
CT4 requires explicit subscription for N1 Notify for UE policy delivery. The reason is the callback URI has to be per UE specific for the PCF to correlate which response from UE corresponds to which UE. Also since stage 2 says in clause 4.2.4.3 of TS 23.502 step 0
 The PCF checks if the size of the resulting UE access selection and PDU Session selection related policy information exceeds a predefined limit:

-
If the size exceeds the predefined limit, the PCF splits the UE access selection and PDU Session selection related policy information in smaller, logically independent UE access selection and PDU Session selection related policy information ensuring the size of each is under the predefined limit. Each UE access selection and PDU Session selection related policy information will be then sent in separated Namf_Communication_N1N2MessageTransfer service operations as described below
So agreed CR 0137 (C4-190574) has this NOTE 
NOTE:      Step 0 of clause 4.2.4.3 of 3GPP TS 23.502 [3] specifies that the PCF can split the UPDP transfer towards UE into multiple units. One UE specific callback URI is registered with the AMF by the PCF for the AMF to notify all UPDP message responses from the UE to the same callback URI. As a result, an explicit subscription per UE policy association is defined in stage 3 for this purpose.
 Therefore explicity subscription is required from PCF to AMF for notification for notification.

	
	

	Summary of change:
	Removal of the note as subscription is always going to be explicit

	
	

	Consequences if not approved:
	AMF can only deliver the notification to a NF level common default notification endpoint URI registered with NRF. This would mean PCF will have no clue which notification corresponds to which UE

	
	

	Clauses affected:
	4.16.11

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ...  

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


FIRST CHANGE
4.16.11
UE Policy Association Establishment

This procedure concerns the following scenarios:

1.
UE initial registration with the network when a UE Policy Container is received.

2.
The AMF relocation with PCF change in handover procedure and registration procedure.

3.
UE registration with 5GS when the UE moves from EPS to 5GS and there is no existing UE Policy Association between AMF and PCF for this UE.
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Figure 4.16.11-1: UE Policy Association Establishment

This procedure concerns both roaming and non-roaming scenarios.

In the non-roaming case the V-PCF is not involved and the role of the H-PCF is performed by the PCF. For the roaming scenarios, the V-PCF interacts with the AMF and the H-PCF interacts with the V-PCF:

1.
Based on a UE Policy Container received from UE, the AMF decides to establish UE Policy Association with the (V-)PCF then steps 2 to 3 are performed under the conditions described below.

2.
The AMF sends a Npcf_UEPolicyControl Create Request with the following information: SUPI, may include Access Type and RAT, PEI, ULI, UE time zone, Serving Network and UE Policy Container (the list of stored PSIs, operating system identifier, Indication of UE support for ANDSP). In roaming scenario, based on operator policies, the AMF may provide to the V-PCF the PCF ID of the selected H-PCF. The V-PCF contacts the H-PCF. In roaming case, steps 3 and 4 are executed, otherwise step 5 follows.
3.
The V-PCF forwards the information received from AMF in step 2 to the H-PCF. When a UE Policy Container is received at initial registration, the H-PCF may store the PEI, the OSId or the indication of UE support for ANDSP in the UDR using Nudr_DM_Create including DataSet "Policy Data" and Data Subset "UE context policy control data".
4.
The H-PCF sends a Npcf_UEPolicyControl Create Response to the V-PCF. The H-PCF provides the Policy Control Request Trigger parameters in the Npcf_UEPolicyControl Create Response.
5.
The (V-) PCF sends a Npcf_UEPolicyControl Create Response to the AMF. The (V-)PCF relays the Policy Control Request Trigger parameters in the Npcf_UEPolicyControl Create Response.

6.
The (H-)PCF gets policy subscription related information and the latest list of PSIs if either or both are not available from the UDR using Nudr_DM_Query (SUPI, Policy Data, UE context policy control data, Policy Set Entry) service operation and makes a policy decision. The PCF may get the PEI, the OSId or the indication of UE support for ANDSP in the UDR using Nudr_DM_Query including DataSet "Policy Data" and Data Subset "UE context policy control data" if the AMF relocates and the PCF changes. The PCF may request notifications from the UDR on changes in the subscription information by invoking Nudr_DM_Subscribe (Policy Data, SUPI, DNN, S-NSSAI, Notification Target Address (+ Notification Correlation Id), Event Reporting Information (continuous reporting), UE context policy control data) service. The H-PCF provides UE access selection and PDU Session selection related policy information as defined in clause 6.6 of TS 23.503 [20] in the Npcf_UEPolicyControl UpdateNotify Request.

7.
The V-PCF sends a response to H-PCF using Npcf_UEPolicyControl UpdateNotify Response.

8.
The (V-)PCF triggers UE Configuration Update Procedure in clause 4.2.4.3 to sends the UE access selection and PDU Session selection related policy information to the UE. The (V-)PCF checks the size limit as described in TS 23.503 [20] clause 6.1.2.2.2. The (V-)PCF subscribes to notification of N1 message delivery of policy information to the UE.
9.
If the V-PCF received notification of the reception of the UE Policy container then the V-PCF forwards the notification response of the UE to the H-PCF using Npcf_UEPolicyControl_Update Request.


10.
The H-PCF sends a response to the V-PCF.
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