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************** Start of changes ***************
[bookmark: _Toc532896452][bookmark: _Toc532896517][bookmark: _Toc532895807]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "Technical Specification Group Services and System Aspects; System Architecture for the 5G System".
[3]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]	3GPP TS 23.203: "Policies and Charging control architecture; Stage 2".
[5]	3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".
[6]	3GPP TS 23.179: "Functional architecture and information flows to support mission-critical communication service; Stage 2".
[7]	3GPP TS 23.335: "User Data Convergence (UDC); Technical realization and information flows; Stage 2".
[8]	3GPP TS 32.240: "Charging management; Charging architecture and principles".
[9]	3GPP TS 23.402: "Architecture enhancements for non-3GPP accesses".
[10]	3GPP TS 23.161: "Network-Based IP Flow Mobility (NBIFOM); Stage 2".
[11]	3GPP TS 23.261: "IP flow mobility and seamless Wireless Local Area Network (WLAN) offload; Stage 2".
[12]	3GPP TS 23.167: "3rd Generation Partnership Project; Technical Specification Group Services and Systems Aspects; IP Multimedia Subsystem (IMS) emergency sessions".
[bookmark: _Hlk494379414][13]	3GPP TS 29.507: "Access and Mobility Policy Control Service; Stage 3".
[14]	Void.
[15]	3GPP TS 22.011: "Service Accessibility".
[16]	3GPP TS 23.221: "Architectural requirements".
[17]	3GPP TS 29.551: "5G System; Packet Flow Description Management Service; Stage 3".
[18]	3GPP TS 32.421: "Telecommunication management; Subscriber and equipment trace; Trace concepts and requirements".
[19]	3GPP TS 24.526: "UE Equipment (UE) policies for 5G System (5GS); Stage 3".
[20]	3GPP TS 32.291: "Charging management; 5G system, Charging service; stage 3".
[21]	3GPP TS 32.255: "Telecommunication management; Charging management; 5G Data connectivity domain charging; Stage 2".
[XX] 	3GPP TS 23.316: "Wireless and wireline convergence access support for the 5G System (5GS)".

************** Next change ***************
6.1.3.2.2	Session binding
Session binding is the association of the AF session information to one and only one PDU Session. The PCF shall perform the session binding, which may take the following PDU Session parameters into account:
[bookmark: _GoBack]a)	For an IP type PDU Session, the UE IPv4 address and/or IPv6 network prefix, in addition when using W-5GAN  the description in TS 23.316 [XX] applies;
	For an Ethernet type PDU Session, the UE MAC address(es);
b)	The UE identity (e.g. SUPI), if present;
c)	The information about the Data Network (DN) the user is accessing, i.e. DNN, if present.
Once it has determined the impacted PDU Session, the PCF shall identify the PCC rules affected by the AF session information, including new PCC rules to be installed and existing PCC rules to be modified or removed.
Session Binding applies for PDU Sessions of IP type. It may also apply to Ethernet PDU Session type but only when especially allowed by PCC related Policy Control Request triggers. In the case of Ethernet PDU Session type, session binding does not apply to AF requests sent over Rx.
************** End of changes ***************

