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Abstract of the contribution: This paper proposes to remove some Editor’s Notes.
1.	Proposal
It is proposed to remove following Editor’s Note.
*** First change***
4.1a.5.1	Types of event
--- Normative text omitted ---
Editor's note:	Other events are FFS. 
*** Second change***
[bookmark: _Toc6993078]6.1.2	5GC-MT-LR Procedure for the commercial location service
--- Normative text omitted ---
Editor's Note: Whether all EPS provided LCS services defined in TS 23.271 [4] will be supported in 5GS will be further reviewed by the SA2.  
--- Normative text omitted ---
*** Third change***
6.3.1	Initiation and Reporting of Location Events
--- Normative text omitted ---
Editor's note:	It is FFS how to handle the case where UE moves from 5GS to EPS when there is active location service request. Potential approaches to be considered are: if the target UE is unable to access the 5GCN in the original serving PLMN for a repetition of steps 24-25 but is allowed to and can access E-UTRA connected to EPC for the original serving PLMN, the UE may report the location event using event reporting for the Deferred EPC-MT-LR for Periodic and Triggered Location procedure described in clause 9.1.19 of TS 23.271 [4] by instigating steps 13-24 in clause 9.1.19.1 in TS 23.271 [4]. In this case, the UE includes the (H-)GMLC contact address and LDR reference number when sending the MO-LR Invoke at step 14 for clause 9.1.19.1 in TS 23.271 [4] which enables the serving MME for the UE to report the location event to the (H-)GMLC using steps 19-21 in clause 9.1.19.1 in TS 23.271 [4]. Typically, the E-SMLC used for the procedure in clause 9.1.19.1 of TS 23.271 [4] would be different and separate from the LMF for steps 15-17 here, although a proprietary procedure might be used by a serving PLMN to enable the E-SMLC to access (e.g. read and/or modify) state information for the UE in the LMF (e.g. using the (H-)GMLC contact address and LDR reference number as a key to identify the UE state information), which might assist location of the UE by the E-SMLC and/or by the LMF at a later time. 
--- Normative text omitted ---
*** End of changes ***
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