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FIRST CHANGE
5.2.3.1
General

The following table illustrates the UDM Services.

Table 5.2.3-1: NF services provided by UDM

	NF service
	Service Operations
	Operation Semantics
	Example Consumer(s)

	Subscriber Data
	Get
	Request/Response
	AMF, SMF, SMSF

	Management
	Subscribe
	Subscribe/Notify
	AMF, SMF, SMSF

	(SDM)
	Unsubscribe
	Subscribe/Notify
	AMF, SMF, SMSF

	
	Notification
	Subscribe/Notify
	AMF, SMF, SMSF

	
	Info
	Request/Response
	AMF

	UE Context
	Registration 
	Request/Response
	AMF, SMF, SMSF

	Management
	DeregistrationNotification
	Subscribe/Notify
	AMF

	(UECM)
	Deregistration
	Request/Response
	AMF, SMF, SMSF

	
	Get
	Request/Response
	NEF, SMSF, GMLC

	
	Update
	Request/Response
	AMF, SMF

	
	PCscfRestoration
	Subscribe/Notify
	AMF, SMF

	UE
	Get
	Request/Response
	AUSF

	Authentication
	ResultConfirmation
	Request/Response
	AUSF

	EventExposure
	Subscribe
	Subscribe/Notify
	NEF

	
	Unsubscribe
	
	NEF

	
	Notify
	
	NEF

	Parameter Provision
	Update
	Request/Response
	NEF, AMF

	NIDD Authorisation
	Get
	Request/Response
	NEF


NEXT CHANGE
5.2.3.6
Nudm_ParameterProvision service

5.2.3.6.1
General

This service is for allowing NF consumer to provision of information which can be used for the UE in 5GS.

5.2.3.6.2
Nudm_ParameterProvision_Update service operation

Service operation name: Nudm_ParameterProvision_Update.

Description: The consumer updates the UE related information (e.g., Expected UE Behaviour, Network Configuration parameters, UE privacy setting).

Inputs (required): GPSI or SUPI, , Transaction Reference ID(s).

Inputs (optional): AF ID,  at least one of the Expected UE Behaviour parameters or at least one of the Network Configuration parameters, Validity Time, UE privacy setting information.

Outputs (required): Transaction Reference ID(s), Operation execution result indication.

Outputs (optional): Transaction specific parameters, if available.
NEXT CHANGE
5.2.6.4
Nnef_ParameterProvision service
5.2.6.4.1
General

This service is for allowing external party to provision of information which can be used for the UE in 5GS.

5.2.6.4.2
Nnef_ParameterProvision_Update service operation

Service operation name: Nnef_ParameterProvision_Update

Description: the consumer updates the UE related information (e.g., Expected UE Behaviour, Network Configuration parameters, UE privacy setting).

Inputs (required): GPSI, AF ID, Transaction Reference ID.

Inputs (optional): At least one of the Expected UE Behaviour parameters or at least one of the Network Configuration parameters, Validity Time, UE privacy setting information.

Outputs (required): Operation execution result indication.

Outputs (optional): Transaction specific parameters, if available.
END OF CHANGES
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