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1.
 Introduction

The following clarifications are made:

-
Clarifying that the H-PCF includes the PC5 QoS parameters used by NG-RAN to the V-PCF in the Npcf_UEPolicyControl_UpdateNotify Request
-
Clarifying that the (V-)PCF provides the PC5 QoS parameters used by NG-RAN to the AMF during AM Policy Association procedures.
2. Proposals
It is proposed to adopt the following text in TS 23.287.   
*** Start of changes ***
6.5.7
Delivery of PC5 QoS parameters to NG-RAN
The Npcf_UEPolicyControl_Create service operation for UE is performed as defined in TS 23.502 [7] with the following additions:

-
PCF generates the PC5 QoS parameters used by NG-RAN.
-
In the roaming case, the H-PCF includes the PC5 QoS parameters used by NG-RAN in the Npcf_UEPolicyControl UpdateNotify Request  message sent to V-PCF.

The (V-)PCF provides the PC5 QoS parameters used by NG-RAN to the AMF during AM Policy association (clause 4.16 of 3GPP TS 23.502[7]). The (V-)PCF provides the PC5 QoS parameters used by NG-RAN to the AMF in a:
-
Npcf_AMPolicyControl_Create response message during AM Policy Association Establishment procedure.
-
Npcf_AMPolicyControl_Update response message during AM Policy Association Modification procedure.
-
Npcf_AMPolicyControl_UpdateNotify message during a PCF initiated AM Policy Association Modication procedure.
The AMF forwards the PC5 QoS parameters to the NG-RAN during an N2 UE Context Modification procedure. 
Editor's note:
What PC5 QoS parameters are sent from PCF to AMF is FFS.

*** End of changes ***
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