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Abstract of the contribution: This contribution proposes to clarify the detailed services supported for eV2X in section 4.2.4.
1.
 Introduction

In previous meetings, several update towards the procedures including PC5 parameter provisioning and Potential QoS change notification procedures. Therefore, the related changes on service based interface section (section 4.2.4) need to be considered.
2. Proposals
It is proposed to adopt the following text in TS 23.287.   
***** Start of the 1st Change *****
4.2.4
Service-based interfaces
Editor's note: The detailed services supported for eV2X of NFs are FFS.

Nudm:
In addition to the relevant services defined in TS 23.501 [6] for Nudm, in case of V2X Service, services provided by UDM are used to get V2X Service related subscription information to AMF during Initial registration procedure or UE Configuration Update (UCU) procedure to inform AMF subscription information has changed.

Npcf:
In addition to the relevant services defined in TS 23.501 [6] for Npcf, in case of V2X Service, services provided by the PCF are used to generate and provide V2X Service related parameters for the UE and the NG-RAN. In the roaming case, such services are used to provide V2X Service related parameters to the V-PCF.  
Nudr:
In addition to the relevant services defined in TS 23.501 [6] for Nudr, in case of V2X Service, services provided by UDR are used to notify the PCF and the UDM the update of the V2X Service related information.

Nnef:
In addition to the relevant services defined in TS 23.501 [6] for Nnef, in case of V2X Service, services provided by NEF are used by V2X Application Server to update V2X Service related information of 5GC.
Namf:
In addition to the relevant services defined in TS 23.501 [6] for Namf, in case of V2X Service, services provided by the AMF are used to fetch the V2X Service related parameters for the UE and the NG-RAN, and update the UE context related to V2X service in AMF.
***** End of Changes *****
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