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Abstract of the contribution: Removing the EN about asking BBF as there is at least the requirements for Cable access. 
Introduction 

Removing the EN about asking BBF as there is at least the requirements for Cable access
Modif wrt previous version are highlighted in yellow
Proposal

Update 23.316 per following proposals 
* * * 1st Change * * *
4.11
Fixed Wireless Access

For the 5G-RG connected to 5GC via NG-RAN the specifications defined TS 23.501 [2], TS 23.502 [3] and TS 23.503 [4] applies with the following modification:

-
The UE corresponds to the 5G-RG.
-
The support of interworking with EPC is not applicable for a 5G-RG. This is controlled by SMF Selection Subscription data defined in Table 5.2.3.3.1-1 of TS 23.502 [3].

-
The configuration of 5G-RG via ACS server based on TR-069 [18] and TR-369 [19] is specified clause 9.7.

-
The Home Routing roaming is supported for 5G-RG connected via NG RAN in this release.
-
5G Multi-Operator Core Network (5G MOCN) is supported for 5G-RG connected via NG RAN as defined in clause 5.18 of TS 23.501 [2]
-
The LBO roaming for 5G-RG connected via NG RAN is not specified in this release.

NOTE: HR roaming over 3GPP access is defined for 5G_RG but in some countries it cannot apply due to local regulations.

* * * Next Changes* * * *
4.1
General

The roaming support for W-5GAN access is not specified in this release.
The usage of Trusted or Untrusted access to 5GC by a 5G-RG or by a FN RG is not defined.
* * * End of Changes* * * *
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