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FIRST CHANGE
[bookmark: _Toc5029439]4.23.4.2	UE Triggered Service Request without I-SMF change/removal
When both I-SMF and SMF are available for a PDU session and no I-SMF change or removal is needed during the service request procedure, the procedure in this clause is used. Compared to the procedure in clause 4.2.3.2, the SMF is replaced with the I-SMF and the impacted UPF(s) are UPFs that are controlled by I-SMF. Difference are captured below:
-	Step 5a, the I-SMF notifies the Access type and UE location information to SMF. If dynamic PCC is deployed, the SMF may notify the Access Type information to PCF and gets the updated policy.
-	Steps 6a-6b, these steps are not needed as the CN Tunnel Info of UPF (PSA) allocated for N9 is available at the I-SMF when the I-SMF is inserted.
-	Step 7a, the SMF provides the DL Tunnel Info of new intermediate UPF received from I-SMF to UPF(PSA).
-	Step 10, this step does not apply as in this scenario the I-UPF is always needed.
-	Step 16, the SMF gets the UE location information from I-SMF at step 5a. If dynamic PCC is deployed ,the SMF may notify the UE location information to PCF and gets the updated policy.
-	Steps 18a-18b, these steps do not apply as in this scenario the I-UPF is always needed.
-	Step 21a, this step does not apply as in this scenario the I-UPF is always needed.

NEXT CHANGE



NEXT CHANGE

END OF CHANGES
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