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* * * * First change * * * * 
[bookmark: _Toc5029712][bookmark: _Toc4578464]5.2.X	SDSF Services
[bookmark: _Toc5029713]5.2.X.1	General
The following table illustrates the SDSF Services.
Table 5.2.X.1-1: NF services provided by SDSF
	NF service
	Service Operations
	Operation Semantics
	Example Consumer(s)

	SMF Context 
	Query
	Request/Response
	SMF

	
	Push
	Request/Response
	SMF

	
	Delete
	Request/Response
	SMF

	
	Update
	Request/Response
	SMF




The following table shows the data that may be stored in the SDSF along with a time stamp. The Data keys uniquely identify the data to be retrieved from the SDSF.
:
Table 5.2.12.1-X: Data stored in the SDSF
	Category
	Services
	Description
	Data key

	SMF Context
	SMF Context Transfer
	A SM Context that is exposed for e.g. Context Transfer by a Source SMF
	SUPI, PDU Session ID



5.2.X.2	Nsdsf_SMContext service
5.2.X.2.1	General
The operations defined for Nsdsf_SMContext service use following set of parameters defined in this clause:
-	Data Keys defined in Table 5.2.12.1-X

[bookmark: _Toc4578466]5.2.X.2.2	Nsdsf_SMContext_Query service operation
Service operation name: Nsdsf_SMContext _Query.
Description: NF service consumer intends to query SM Context from SDSF.
Inputs, Required: Data Key(s)
Inputs, Optional: None.
Outputs, Required: Requested SM Context.
See Table 5.2.8.2.10-1 for single SM Context that may be transferred, and Table 5.2.2.2.2-1 for single UE Context that may be transferred.
.
Outputs, Optional: None.

[bookmark: _Toc4578467]5.2.X.2.2	Nsdsf_SMContext_Push service operation
Service operation name: Nsdsf_SMContext_Push.
Description: NF service consumer intends to push SM Context into the SDSF.
Inputs, Required: Data Key(s), SM Context.
Inputs, Optional: None
Outputs, Required: Result indication.
Outputs, Optional: None.

[bookmark: _Toc4578468]5.2.X.2.3	Nsdsf_SMContext_SMF_Delete service operation
Service operation name: Nsdsf_SMContext _Delete.
Description: NF service consumer intends to delete SM Context in the SDSF.
Inputs, Required: Data Key(s).
Inputs, Optional: None.
Outputs, Required: Result Indication.
Outputs, Optional: None.

[bookmark: _Toc4578469]5.2.X.2.4	Nsdsf_SMContext _Update service operation
Service operation name: Nsdsf_SMContext _Update.
Description: NF service consumer intends to update SM Context in the SDSF.
Inputs, Required: Data Key(s), SM Context.
Inputs, Optional: None.
Outputs, Required: Result.
Outputs, Optional: None.


* * * * End of Changes * * * *

