6

[bookmark: _GoBack]3GPP TSG-SA WG2 Meeting #133 	S2- 1905058
Reno, NV, USA, May 13 - 17	
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	23.501
	CR
	1312
	rev
	-
	Current version:
	16.0.2
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Extending the significance of the locality parameter

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	SA2

	
	

	Work item code:
	5G_eSBA
	
	Date:
	2019-05-06

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	In order for a consumer to do the most adequate reselection of producer instance, if locality is expected to be considered at reselection within a set, its significance needs to extend beyond the sole geographical aspects and include at the same time also deployment aspects such as data centers and clusters. 
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[bookmark: _Toc532891518]*** BEGIN CHANGES ***
[bookmark: _Toc5026537]6.3.1.2	Location information
A locality parameter describes the location of NF instance (e.g. one or more of the following geographic location, data center, cluster) of a NF instance. The locality of the NF instance is limited to one location.
The locality parameter may be used to select the NF service instance or NF instance from a particular network location based on local configuration.
Editor's note:	It is FFS whether the locality parameter is defined at NF instance level or NF service instance level. If latter, the locality of the NF instance is the union of the locations of its NF service instances. If later, it is FFS how stateful NF services can handle request and process transactions for the same UE.
*** END CHANGES ***
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