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	Reason for change:
	Subclause 4.11.2.4.3 for initial attach on S2b is misplanced under clause for interworking without N26.
[bookmark: _Toc5001695]4.11.2 Interworking procedures without N26 interface
[bookmark: _Toc5001699]4.11.2.4 Impacts to EPS Procedures
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The referenced step 3 of clause 7.2.1 in TS23.402 is incorrect as it refers to PMIP message Proxy Binding Update. Step B.1 of clause 7.2.4 (Initial Attach with GTP on S2b) in TS23.402 should be referenced instead.
PDU Session ID is sent from the UE in PCO which is transparent to ePDG, therefore it’s incorrect to say that ePDG shall send PDU Session ID based on support of 5GS interworking.  
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FIRST CHANGE
4.11.2	Interworking procedures without N26 interface	Comment by Ericsson JG: Just to show the structure of the clauses
4.11.2.4	Impacts to EPS Procedures
4.11.2.4.3	voidInitial Attach on S2b	Comment by Ericsson JG: Text moved to clause 4.11.4	Handover procedures between EPC/ePDG and 5GS
Impacts on TS 23.402 [26], clause 7.2.1 are the following ones:
-	step 2:
-	If the UE supports 5GC NAS procedures (see clause 5.17.2 in TS 23.501 [2]), the UE shall indicate its support of 5G NAS to the ePDG during IKEv2 message exchanges. When the UE supports 5G NAS, it shall also provide the PDU Session ID during IKEv2 message exchanges.
-	UE's mobility restriction parameters related to 5GS and/or indication of support for interworking with 5GS for this APN as defined for MME in clause 4.11.0a.3 apply to the ePDG and are obtained by the ePDG as part of the reply from the HSS via the 3GPP AAA Server. Together with the 5G NAS support indicator, it enables the ePDG to determine if a combined PGW-C+SMF or a standalone PGW should be selected.
-	If the UE supports 5G NAS and the PDN connection is not restricted to interworking with 5GS by user subscription, the ePDG shall send the 5GS Interworking Indication and the PDU Session ID to the PGW+SMF in step 3.
NEXT CHANGES

[bookmark: _Toc5001706]4.11.4	Handover procedures between EPC/ePDG and 5GS	Comment by Ericsson JG: Just to show the structure of the clauses
4.11.4.x	Impacts to EPC Procedures
4.11.4.x.1	Initial Attach on S2b
The following changes are applied to clause 7.2.1 in TS 23.402 [26]:
-	Step 2: If the UE supports 5GC NAS procedures (see clause 5.17.2 in TS 23.501 [2]), the UE shall indicate its support of 5G NAS to the ePDG during IKEv2 message exchanges. When the UE supports 5G NAS, it shall also provide the PDU Session ID during IKEv2 message exchanges.
UE's mobility restriction parameters related to 5GS or indication of support for interworking with 5GS for this APN, or both as defined for MME in clause 4.11.0a.3 apply to the ePDG and are obtained by the ePDG as part of the reply from the HSS via the 3GPP AAA Server. Together with the 5G NAS support indicator, it may be used by the ePDG to determine if a combined PGW-C+SMF or a standalone PGW should be selected.
The following changes are applied to clause 7.2.4 in TS 23.402 [26]:
-	Step B.1: If the UE supports 5G NAS and the PDN connection is not restricted to interworking with 5GS by user subscription, the ePDG shall send the 5GS Interworking Indication to the PGW+SMF.

END OF CHANGES

