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NOTE: The proposal are based on assumption that the clause content will be addressed by contributions. In case that this will not happen it is requested the freedom when pCR will be implemented to consider whether revise the EN indicating that the topic “is FFS” and whether the addition of general text is required.
* * * 1 Change * * *
3.2
Abbreviations


For the purposes of the present document, the abbreviations given in TR 21.905 [1], TS 23.501 [2], TS 23.502 [3] and TS 23.503 [4] apply. An abbreviation defined in TS 23.501 [2], TS 23.502 [3] or TS 23.503 [4] takes precedence over the same abbreviation, if any, in any other specifications.

5G-RG
5G Residential Gateway

5G-BRG
5G Broadband Residential Gateway

5G-CRG
5G Cable Residential Gateway

ACS
Auto-Configuration Server

FN-RG
Fixed Network RG

FN-BRG
Fixed Network Broadband RG

FN-CRG
Fixed Network Cable RG

RG
Residential Gateway

RG-LWAC
RG Level Wireline Access Characteristics

TMBR
Total Maximum Bit Rate

USP
User Services Platform

W-5GAN
Wireline 5G Access Network

W-5GCAN
Wireline 5G Cable Access Network

W-5GBAN
Wireline BBF Access Network

W-CP
Wireline access Control Plane protocol

W-UP
Wireline access User Plane protocol
* * * 2 Change * * *
4
High level features

This clause specifies high level description equivalent to TS 23.501 [2].
* * * 3 Change * * *
4.2
Network Access Control

This clause specifies the delta related to session managements defined in TS 23.501 [2] clause 5.2,-.
* * * 4 Change * * *
4.4
Session management


This clause specifies the  delta forrelated to session management defined in TS 23.501 [2] clause 5.6.
* * * 5 Change * * *
4.5
QoS model


Editor's note:
QoS model should be verified with BBF/CableLabs.
Editor's note:
How this clause applies to FN-RG is FFS.
The QoS model of TS 23.501 [2] clause 5.7 is applicable to the W-5GAN scenario, with the difference that the W-AGF acts as an Access Network (AN).
* * * 6 Change * * *
4.9
Support of specific services

This clause specifieshigh level definition of services specific for WWC scenario.
* * * 8 Change * * *
4.12
Hybrid Access

This clause specifies the definition of support of Hybrid Access considering both the support of PDU session and MA PDU session.
* * * 9 Change * * *
5
Network Function

This clause specifies the definition network function specific for W-AGF and the delta to network function defined in TS 23.501 [2].

* * * 10 Change * * *
6
Control and User Plane Protocol Stacks


6.1
General

This clause specifies the protocol stacks between 5G-RG, FN-RG and 5GS entities for supporting W-5GAN.
* * * 11 Change * * *
7
System procedure


7.1
General

This clause describes the differences in respect the procedures defined in TS 23.502 [3] clause 4.

* * * 12 Change * * *
7.2.1
Registration Management procedures

This clause specifies the delta for Registration Management procedure defined in TS 23.502 [3] clause 4.2 for 5G-RG and FN-RG.
* * * 13 Change * * *
7.2.3
5G-RG and FN-RG Configuration Update

This clause specifies the delta for Configuration Update procedure defined in TS 23.502 [3] clause 4.2.4 for 5G-RG and FN-RG.
Editor’s Note: the support for FN-RG is FFS
* * * 14 Change * * *
7.2.5
AN Release


The AN Release procedure via W-5GAN access is used by the W-5GAN or the AMF to release the logical NG-AP signalling connection and the associated N3 User Plane connections between the W-5GAN and the 5GC.

The procedure described in TS 23.502 [3] clause 4.2.6 is used for 5G-RG accessing via W-5GAN, with the following exceptions:

-
The (R)AN/5G-AN is corresponding to the W-AGF. 

-
The UE corresponds to 5G-RG.

-
The interactions between the UE and the (R)AN are to be defined by BBF.

Editor's note:
Delta for AN Release procedure defined in TS 23.502 [3] clause 4.2.6 for FN-RG is FFS.
* * * 15 Change * * *
7.2.6
N2 procedures

This clause specifies thedelta for Registration Management procedure defined in TS 23.502 [3] clause 4.2.7 for 5G-RG and FN-RG.
Editor’s Note: the support for FN-RG is FFS
* * * 16 Change * * *
7.3
Session Management procedures

This clause specifies the delta for Session Management procedure defined in TS 23.502 [3] clause 4.3 for 5G-RG and FN-RG.
Editor’s Note: the support for FN-RG is FFS
* * * 17 Change * * *
7.4
SMF and UPF interactions

This clause specifies the delta for SMF and UPF interaction procedure defined in TS 23.502 [3] clause 4.4 for 5G-RG and FN-RG.
Editor’s Note: the support for FN-RG is FFS
* * * 18 Change * * *
7.5
User Profile management procedures

This clause specifies the delta for User Management Procedure interaction procedure defined in TS 23.502 [3] clause 4.5 for 5G-RG and FN-RG.
Editor’s Note: the support for FN-RG is FFS
* * * 19 Change * * *
7.6
Handover procedure

This clause specifies the delta for User Management Procedure interaction procedure defined in TS 23.502 [3] clause 4.6 for 5G-RG and FN-RG.
Editor’s Note: the support for FN-RG is FFS
* * * 20 Change * * *
7.7
Support of specific services

This clause specifies the procedure for specific services for WWC scenario defined in clause 5.
* * * 21 Change * * *
8
Network Function services

This clause specifies the deltarelated to Network Function services description defined in TS 23.502 [3] clause 5.2 based on the delta described in the clause 6.2 in this TS.
* * * 22 Change * * *
9
Policy and Charging Control Framework

This clause specifies the delta related to Policy and Charging Control framework defined in TS 23.503 [4].
9.1
Session management related policy control

This clause specifies the delta related to UE policy distribution defined in TS 23.503 [4] clause 6.1.3 for 5G-RG and FN-RG.
9.1.1
Session binding

The session binding mechanism defined in TS 23.503 [4] clause 6.1.3.2.2 applies. In addition, the PDU session parameters considered for session binding are:

-
For IPv6 PDU session type, one or multiple UE IPv6 address or one or multiple IPv6 prefixes /64 or shorter prefixes.

-
For IPv4v6 PDU session type, one UE IPv4 address and one or multiple IPv6 prefixes /64 or shorter prefixes.

* * * 23 Change * * *
9.2
Network Functions and entities
This clause specifies the delta related to Network Function and entities defined in TS 23.503 [4] clause 6.2 for 5G-RG and FN-RG.
* * * 24 Change * * *
9.3
Policy and charging control rule

This clause specifies the delta related to Policy and charging rules defined in TS 23.503 [4] clause 6.3 for 5G-RG and FN-RG.
* * * 25 Change * * *
9.4
PDU Session related policy information

This clause specifies the delta related to PDU session related policy information defined in TS 23.503 [4] clause 6.4 for 5G-RG and FN-RG.
* * * 26 Change * * *
9.5
Non-session management related policy information
9.5.1
Access and mobility related policy information

This clause specifies the delta related to Access and Mobility related policy information defined in TS 23.503 [4] clause 6.1.2.1 for 5G-RG and FN-RG.
* * * 27 Change * * *
9.5.2
UE access selection and PDU Session selection related policy information

9.5.2.1
5G-RG

This clause specifies the delta related to UE policy distribution defined in TS 23.503 [4] clause 6.1.2.2 and related to URSP defined in TS 23.503 [4] clause 6.6. for 5G-RG.
If the PCF provides the URSP policy to the 5G-RG, the PCF should neither include NSWO indication nor any ANDSP policies. The 5G-RG shall ignore any NSWO indication or any ANDSP policies if received from the 5GC. The 5G-RG shall use the URSP policy as specified in TS 23.503 [4], for example for the association of application and PDU session, slices, etc.
The URSP indicates for the application of Auto-Configuration Server (ACS) which PDU session type, NSSAI and/or DNN is to be used. The 5G-RG establishes the connectivity to the management entity (e.g. ACS) via user plane connection on a PDU session according to the URSP.

Editor's note:
The applicability and potential enhancement in other part of URSP for 5G-RG is FFS.

* * * 21 Change * * *
9.6
Configuration and Management from ACS


* * * 21 Change * * *
10
Support of additional functionalities

This clause specifies the delta related to the Rel-16 additional specifications included in TS 23.273 [xx] (LCS)
* * * End of Changes* * * *
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