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* * * * Start of 1st Change * * * * 
[bookmark: _Toc5026146]5.6.2	Interaction between AMF and SMF
The AMF and SMF are separate Network Functions.
N1 related interaction with SMF is as follows:
-	The single N1 termination point is located in AMF. The AMF forwards SM related NAS information to the SMF based on the PDU Session ID in the NAS message. Further SM NAS exchanges (e.g. SM NAS message responses) for N1 NAS signalling received by the AMF over an access (e.g. 3GPP access or non-3GPP access) are transported over the same access.
-	The serving PLMN ensures that subsequent SM NAS exchanges (e.g. SM NAS message responses) for N1 NAS signalling received by the AMF over an access (e.g. 3GPP access or non-3GPP access) are transported over the same access.
-	SMF handles the Session management part of NAS signalling exchanged with the UE.
-	The UE shall only initiate PDU Session Establishment in RM-REGISTERED state.
-	When a SMF has been selected to serve a specific PDU Session, AMF has to ensure that all NAS signalling related with this PDU Session is handled by the same SMF instance.
-	Upon successful PDU Session Establishment, the AMF and SMF stores the Access Type that the PDU Session is associated.
N11 related interaction with SMF is as follows:
-	The AMF reports the reachability of the UE based on a subscription from the SMF, including:
-	The UE location information with respect to the area of interest indicated by the SMF.
-	The SMF indicates to AMF when a PDU Session has been released.
-	Upon successful PDU Session Establishment, AMF stores the identification of serving SMF of UE and SMF stores the identification of serving AMF of UE including the AMF set. When trying to reach the AMF serving the UE, the SMF may need to apply the behaviour described for "the other CP NFs" in clause 5.21.
N2 related interaction with SMF is as follows:
-	Some N2 signalling (such as handover related signalling) may require the action of both AMF and SMF. In such case, the AMF is responsible to ensure the coordination between AMF and SMF. The AMF may forward the SM N2 signalling towards the corresponding SMF based on the PDU Session ID in N2 signalling.
-	SMF shall provide PDU Session Type together with PDU Session ID to NG-RAN, in order to facilitate NG-RAN to apply suitable header compression mechanism to packet of different PDU type. Details refer to TS 38.413 [34].
N3 related interaction with SMF is as follows:
-	Selective activation and deactivation of UP connection of existing PDU Session is defined in clause 5.6.8.
N4 related interaction with SMF is as follows:
-	When it is made aware by the UPF that some DL data has arrived for a UE without downlink N3 tunnel information, the SMF interacts with the AMF to initiate Network Triggered Service Request procedure. In this case, if the SMF is aware that the UE is unreachable or if the UE is reachable only for regulatory prioritized service and the PDU Session is not for regulatory prioritized service, then the SMF shall not inform DL data notification to the AMF
The AMF is responsible of selecting the SMF per procedures described in clause 6.3.2. For this purpose, it gets subscription data from the UDM that are defined in that clause. Furthermore, it retrieves the subscribed UE-AMBR from the UDM to send it to the (R)AN as defined in clause 5.7.2
AMF-SMF interactions to support LADN are defined in clause 5.6.5.
In order to support charging data collection and to fulfill regulatory requirement (in order to provide NPLI - Network Provided Location Information- as defined in TS 23.228 [15]) related with with the set-up, modification and release of IMS Voice calls or with SMS transfer the following applies
-	At the time of the PDU Session Establishment, the AMF provides the SMF with the PEI of the UE if the PEI is available at the AMF.
-	When it forwards UL NAS or N2 signalling to a peer NF (e.g. to SMF or to SMSF) or during the UP connection activation of a PDU Session, the AMF provides any User Location Information it has received from the 5G-AN as well as the Access Type (3GPP - Non 3GPP) of the AN over which it has received the UL NAS or N2 signalling. The AMF also provides the corresponding UE Time Zone. In addition, in order to fulfill regulatory requirement (i.e. providing Network Provided Location Information (NPLI), as defined in TS 23.228 [15]) when the access is non-3GPP, the AMF may also provide the last known 3GPP access User Location Information with its age, if the UE is still attached to the same AMF for 3GPP access (i.e. valid User Location Information).
The User Location Information, the access type and the UE Time Zone may be further provided by SMF to PCF. The PCF  may get this information from the SMF in order to provide NPLI to applications (such as IMS) that have requested it.
The User Location Information may correspond to
-	In the case Untrusted of a 3GPP access: a Cell-Id.
-	In the case of Untrusted non-3GPP access: a UE local IP address (used to reach the N3IWF) and optionally UDP or TCP source port number (if NAT is detected).
-	In the case of Trusted non-3GPP access: TNAP Identifier, a UE local IP address (used to reach the TNGF) and optionally UDP or TCP source port number (if NAT is detected).
The TNAP Identifier shall include the SSID of the access point to which the UE is attached and shall include at least one of the following elements, unless otherwise determined by the TWAN operator's policies:
-	the BSSID (see IEEE Std 802.11-2012 [24]);
-	civic address information of the TNAP to which the UE is attached;
NOTE 1:	The SSID can be the same for several TNAPs and SSID only may not provide a location, but it might be sufficient for charging purposes.
NOTE 2:	the BSSID associated with a TNAP is assumed to be static. 
-	In the case of W-5GAN access: Tthe User Location Information for W-5GAN is defined in TS 23.316 [84].
Editor's note:	The cases of Trusted access is FFS.
When the SMF receives a request to provide Access Network Information reporting while there is no action to carry out towards the 5G-AN or the UE (e.g. no QoS flow to create / Update / modify), the SMF may request User Location Information from the AMF.
The interaction between AMF and SMF(s) for the case of a I-SMF insertion, relocation or removal for a PDU session is described in the clause 5.27.
* * * * Start of 2st Change * * * * 
[bookmark: _Toc5026593]8.2.1.1	General
NOTE 1:	N2 maps to NG-C as defined in TS 38.413 [34].
Following procedures are defined over N2:
-	Procedures related with N2 Interface Management and that are not related to an individual UE, such as for Configuration or Reset of the N2 interface. These procedures are intended to be applicable to any access but may correspond to messages that carry some information only on some access (such as information on the default Paging DRX used only for 3GPP access).
-	Procedures related with an individual UE:
-	Procedures related with NAS Transport. These procedures are intended to be applicable to any access but may correspond to messages that for UL NAS transport carry some access dependent information such as User Location Information (e.g. Cell-Id over 3GPP access or other kind of User Location Information for Untrusted Non- 3GPP access).
-	Procedures related with UE context management. These procedures are intended to be applicable to any access. The corresponding messages may carry:
-	some information only on some access (such as Mobility Restriction List used only for 3GPP access).
-	some information (related e.g. with N3 addressing and with QoS requirements) that is to be transparently forwarded by AMF between the 5G-AN and the SMF.
-	Procedures related with resources for PDU Sessions. These procedures are intended to be applicable to any access. They may correspond to messages that carry information (related e.g. with N3 addressing and with QoS requirements) that is to be transparently forwarded by AMF between the 5G-AN and the SMF.
-	Procedures related with Hand-Over management. These procedures are intended for 3GPP access only.
The Control Plane interface between the 5G-AN and the 5G Core supports:
-	The connection of multiple different kinds of 5G-AN (e.g. 3GPP RAN, N3IWF for Un-trusted access to 5GC) to the 5CG via an unique Control Plane protocol: A single NGAP protocol is used for both the 3GPP access and non-3GPP access;
-	There is a unique N2 termination point in AMF per access for a given UE regardless of the number (possibly zero) of  PDU Sessions of the UE;
-	The decoupling between AMF and other functions such as SMF that may need to control the services supported by 5G-AN(s) (e.g. control of the UP resources in the 5G-AN for a PDU Session). For this purpose, NGAP may support information that the AMF is just responsible to relay between the 5G-AN and the SMF. The information can be referred as N2 SM information in TS 23.502 [3] and this specification.
NOTE 2:	The N2 SM information is exchanged between the SMF and the 5G-AN transparently to the AMF.
* * * * Start of 3st Change * * * * 
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