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Abstract of the contribution: This contribution proposes to clarify registration and N2 Handover procedure part.
1.
 Introduction

Observation 1:
In the current specification, PC5 related parameters obtained from UDM and PCF are provided to NG-RAN in Registration procedure. This is true for Initial Registration case. However, AMF stores the PC5 related parameters in the UE context and may not need to obtain the PC5 related parameters again from UDM and PCF in Mobility Registration and Periodic Registration cases. 
Therefore, it is proposed to add some conditions to the Registration procedure.
Observation 2:
In registration procedure, AMF determines whether the UE is authorized to use V2X communication over PC5 reference point based on UE's PC5 Capability for V2X and the subscription data. And thus this determination result can be directly used in subsequent steps instead of repeated judgement based on UE's PC5 Capability for V2X and the subscription data.
Observation 3:
In the current specification, for the inter AMF handover or Inter-RAT handover to NG-RAN, PC5 related service authorization and QoS parameters information are sent to the target NG-RAN in the NGAP UE Context Modification Request message after the handover procedure. 
In this case, V2X UE maybe request delay-sensitive PC5 communication for network scheduled mode just after handover complete. However, the request will be rejected because PC5 related service authorization and QoS parameters information are not available to the target NG-RAN before receiving NGAP UE Context Modification Request message.
Therefore, it is proposed that for the inter AMF handover or Inter-RAT handover to NG-RAN, the "V2X services authorized" indication, UE-PC5-AMBR, cross-RAT PC5 control authorization, and PC5 QoS parameters are included in the NGAP Handover Request message sent to the target NG-RAN.
2. Proposals
It is proposed to adopt the following text in TS 23.287.
***** Start of the 1st Change *****
6.5.2
Registration procedure

The Registration procedure for UE is performed as defined in TS 23.502 [7] with the following additions:

-
The UE includes the PC5 Capability for V2X (i.e. LTE PC5 only, NR PC5 only, both LTE and NR PC5) as part of the "5GMM capability" in the Registration Request message. The AMF stores this information for V2X operation. The PC5 Capability for V2X indicates whether the UE is capable of supporting V2X communication over PC5 reference point and which specific PC5 RAT(s) it supports.

-
The AMF determines whether the UE is authorized to use V2X communication over PC5 reference point based on UE's PC5 Capability for V2X and the subscription data (i.e. "V2X services authorized" indication and UE-PC5-AMBR per PC5 RAT, and cross-RAT PC5 control authorization if applicable) received from UDM, and stores the subscription data as part of the UE context.
-
The PCF provides the PC5 QoS parameters to AMF. The AMF stores such information as part of the UE context.
-
If the UE is authorized to use V2X communication over PC5 reference point, then the AMF shall include in the NGAP message sent to NG-RAN:

-
a "V2X services authorized" indication, indicating the UE is authorized to use V2X communication over PC5 reference point as Vehicle UE, Pedestrian UE or both.

-
UE-PC5-AMBR per PC5 RAT and cross-RAT PC5 control authorization if applicable, used by NG-RAN for the resource management of UE's PC5 transmission for V2X services in network scheduled mode.
-
the PC5 QoS parameters used by the NG-RAN for the resource management of UE's PC5 transmission for V2X services in network scheduled mode.

Editor's note: It is FFS that after the Registration, if the UE is authorized for PC5 mode 1 communication and no user plane resources are requested, the AMF could trigger the release of NAS signalling connection, or leave to RAN to initiate the AN release procedure.
6.5.3
Service Request procedure
The Service Request procedure for UE in CM-IDLE state is performed as defined in TS 23.502 [7] with the following additions:

-
If the UE is authorized to use V2X communication over PC5 reference point, then the AMF shall include a "V2X services authorized" indication in the NGAP message, indicating the UE is authorized to use V2X communication over PC5 reference point as Vehicle UE, Pedestrian UE or both.
-
The AMF includes the UE-PC5-AMBR, and cross-RAT PC5 control authorization in the NGAP message to the NG-RAN as part of the UE context and NG-RAN may use in resource management of UE's PC5 transmission for V2X services in network scheduled mode.
-
The AMF sends the PC5 QoS parameters to NG-RAN via N2 signalling. The PC5 QoS parameters may be stored in the UE context after the registration procedure. If the UE is authorized to use V2X communication over PC5 reference point but AMF does not have PC5 QoS parameters available, the AMF fetches the PC5 QoS parameters from the PCF.
6.5.4
N2 Handover procedure
The N2 based handover or the Inter-RAT to NG-RAN handover procedures for UE are performed as defined in TS 23.502 [7] with the following additions:
-
If the UE is authorized to use V2X communication over PC5 reference point, then the target AMF shall send the "V2X services authorized" indication, UE-PC5-AMBR, cross-RAT PC5 control authorization, and PC5 QoS parameters to the target NG-RAN as follows:

-
For the intra AMF handover, the "V2X services authorized" indication, UE-PC5-AMBR, cross-RAT PC5 control authorization, and PC5 QoS parameters are included in the NGAP Handover Request message.

-
For the inter AMF handover or Inter-RAT handover to NG-RAN, the "V2X services authorized" indication, UE-PC5-AMBR, cross-RAT PC5 control authorization, and PC5 QoS parameters are included in the NGAP Handover Request message sent to the target NG-RAN.
6.5.5
Xn Handover procedure
The Xn based handover procedures for UE are performed as defined in TS 23.502 [7] with the following additions:
-
If the source NG-RAN is V2X-enabled and the "V2X services authorized" indication is included in the UE context, then the source NG-RAN shall include a "V2X services authorized" indication, UE-PC5-AMBR, cross-RAT PC5 control authorization and PC5 QoS parameters in the XnAP Handover Request message to the target NG-RAN.

-
If the UE is authorized to use V2X communication over PC5 reference point, then the AMF shall send the "V2X services authorized" indication, the UE-PC5-AMBR, cross-RAT PC5 control authorization, and PC5 QoS parameters to the target NG-RAN in the Path Switch Request Acknowledge message.
***** End of Changes *****
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