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1
Overall description
CT1 would like to thank SA2 for addressing the mobility scenarios, which CT1 had not analysed in detail until CT1 received the LS. Furthermore, CT1 had not considered those mobility scenarios even for the case where the UE possesses configured NSSAI or allowed NSSAI for the target 5GS PLMN.

According to the current CT1 specification, since CT1 has assumed that the S-NSSAI associated with a PDU session is not changed for the lifetime of the PDU session (which is aligned with Table 5.6.1-1 of 3GPP TS 23.501), the following UE and network behaviours apply:

· if any of S-NSSAIs included in the requested NSSAI is allowed to the UE, the AMF includes such S-NSSAIs as-is in the allowed NSSAI;

· if the UE receives allowed NSSAI not including exactly the same S-NSSAI associated with an existing PDU session, the PDU session is locally released; and
· back-off timers, if available, are associated with the S-NSSAI that the UE provided during the PDU session establishment.

Taking into account that Rel-15 is frozen, CT1 has been discussing solutions with minimized necessary impacts to the NAS protocol. However, CT1 could not find a solution satisfying requirements from the stage 2 specification indicated below:
· PDU session attribute "S-NSSAI" cannot be modified later during the lifetime of the PDU session; and

· For the registration to a PLMN for which neither a Configured NSSAI applicable to this PLMN or an Allowed NSSAI are present, the S-NSSAIs provided in the Requested NSSAI correspond to the S-NSSAI(s) in the Default Configured NSSAI unless the UE has HPLMN S-NSSAI for established PDU Session(s) in which case the HPLMN S-NSSAI(s) shall be provided in the mapping of Requested NSSAI in the NAS Registration Request message, with no corresponding VPLMN S-NSSAI in the Requested NSSAI.
Hence, CT1 is requesting SA2 to update the stage 2 specification so that it provides stage 2 requirements not conflicting with each other. And since solutions with significant/non-backward compatible impacts to the frozen release are not desirable, CT1 requests SA2 to consider a solution targeting Rel-16 if the solution requires significant/non-backward compatible changes to the NAS protocol.
2
Actions
To SA2
ACTION: 
CT1 kindly asks SA2 to provide feedback to what is described in Section 1.
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