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Abstract of the contribution: This paper proposes reporting of R(AN) serving cell information for 5G-RG when gaining access over 3GPP NR RAN using defined solutions from TS 23.501
1 Introduction and Discussion
TS 23.316 provides information pertaining to mobility and restricted access zones for 5G-RG services, it does not provide a mechanism for reporting Cell IDs for 3GPP access type when connection is achieved over 5G-NR. While Fixed Network Access RGs (e.g. FN-BRG, FN-CRG) are considered non-mobile, the mobility aspect of fixed wireless 5G-RGs necessitate a location reporting mechanism to be sent by the serving R(AN) to AMF as in previously defined 5G UE cell site and location reporting procedures (TS 23.273 and TS 23.501). 
2
Proposal
It is proposed to include the following updates to the descriptions of the Registration Management, Connection Management, and Location Reporting Procedures of TS 23.316 as 5G-RG connecting over fixed wireless access is considered to follow UE procedures as defined in TS 23.501:

· Registration management (Clause 4.3 of TS 23.316) when 5G-RG is connected to 5GC via wireless 5G-NR access is described in TS 23.501 clause 5.3.2.
· Connection management (Clause 4.3 of TS 23.316) when 5G-RG is connected to 5GC via wireless 5G-NR access is described in TS 23.501 clause 5.3.3

· Location Reporting (Clause 10.1 of TS 23.316) when 5G-RG is connected to 5GC via wireless 5G-NR access is described in TS 23.501 section 5.4.7 and TS 23.502 clause 4.10 
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