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FIRST CHANGE
[bookmark: _Toc5029436]4.23.3	Registration procedure
The following impacts are applicable to clause 4.2.2.2 (Registration procedure) when the UE has established PDU Session(s):
-	Step 5: The UE context transferred from old AMF includes SMF information. If I-SMF is available for the PDU Session(s), the received SMF information includes I-SMF information and SMF information.
-	Step 17: The AMF determines whether I-SMF insertion/change/removal is needed. If the AMF does not have the service area of the SMF(s) received from old AMF, the AMF queries NRF to get service area information of the received SMF(s). The AMF determines whether new I-SMF needs to be selected based on UE location and service area of the received SMF information. It includes the following cases:
a.	if the received SMF information includes only SMF information and service area of SMF includes the area where the UE camps, new I-SMF selection is not needed; or
b.	if the received SMF information includes both I-SMF information and SMF information, and service area of I-SMF includes the area where the UE camps, the I-SMF can be reused; or
c.	if the received SMF information includes both I-SMF information and SMF information, and the UE moves into the service area of SMF, the I-SMF removal process is triggered; or
d.	if the received SMF information includes only SMF information, and the service area of SMF does not include the area where the UE camps, the AMF selects an I-SMF. The I-SMF insertion process is triggered; or
e.	if the received SMF information includes both I-SMF and SMF information, and the service area of SMF and I-SMF does not include the area where the UE camps, the AMF selects a new I-SMF. The change of I-SMF process is triggered.
	For case a), no additional change to step 17 of clause 4.2.2.2.2 is needed for the update of the PDU Session.
	For case b), the SMF in step 17 of clause 4.2.2.2.2 is changed to I-SMF, and in addition, the reference clause 4.2.3.2 is changed to clause 4.23.4.2.
	For cases c), d) and e), the AMF invokes Nsmf_PDUSession_CreateSMContext (SM Context ID at SMF) towards the new I-SMF in case of I-SMF insertion or change, or towards SMF in case of I-SMF removal. Steps from step 4 onwards as described in clause 4.23.4.3 are executed.

NEXT CHANGE

END OF CHANGES
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