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Abstract of the contribution: This paper proposes to add description of GMLC selection.
1.	Discussion
The analysis of GMLC selection described in TS 23.273 is shown in Table 1.
Table 1 Analysis of GMLC selection in TS 23.273
	Clause
	GMLC selection Description
	Analysis

	
	
	NF to Select GMLC
	Methods 
	Parameters 

	Step 4 in clause 6.1.2
	For a non-roaming case, this step is skipped. In the case of roaming, the H-GMLC may receive an address of a V-GMLC (together with the network address of the current serving AMF) from the UDM in step 3, otherwise, the H-GMLC may use the NRF service in the HPLMN to select an available V-GMLC in the VPLMN, based on the VPLMN identification contained in the AMF address received in step 3.
	GMLC
	Requesting UDM or NRF
	PLMN ID (When NRF is used)

	Step 2 in clause 6.2
	For an LCS 5GC-MO-LR requesting location transfer to an LCS Client, the AMF shall assign a GMLC address, i.e. V-GMLC address, which is stored in the AMF. If a V-GMLC address is not available, the AMF may reject the location request.
	AMF
	Using configuration information in AMF
	

	Step 28 in clause 6.3.1
	In the case of roaming, the LMF selects a V-GMLC (which may be different to the V-GMLC for steps 3-8 and steps 19-21), The LMF then invokes an Nlmf_EventNotify service operation towards the selected V-GMLC or (H-)GMLC.
NOTE 10:	In the case of roaming, the LMF may select the V-GMLC for step 28 using the NRF service or using configuration information in the LMF or may use the same V-GMLC as for steps 3-8 (e.g. if the LMF acts as a serving LMF and received the V-GMLC address from the AMF as part of step 14).
	LMF
	Using NRF service or configuration information in LMF
	

	Step 3 in clause 6.3.2
	In the case of roaming, the LMF selects a V-GMLC. The LMF then invokes an Nlmf_EventNotify service operation towards the selected V-GMLC or (H-)GMLC.
NOTE 1:	In the case of roaming, the LMF may select the V-GMLC for step 3 using the NRF service or using configuration information in the LMF or may use the same V-GMLC as for steps 3-8 of clause 6.3.1 (e.g. if the LMF acts as a serving LMF and received the V-GMLC address from the AMF as part of step 14 of clause 6.3.1).
	LMF
	Using NRF service or configuration information in LMF
	

	Step 5 in clause 6.10.1
	For emergency services, the AMF selects an GMLC based on NRF query or configuration in AMF. The information regarding the endpoint in the GMLC to deliver the event notification, is obtained from the NRF as specified in clause 7.1.2 of TS 23.501 [18] or from local configuration in the AMF.
	AMF
	Using NRF service or configuration information in AMF
	


As shown in Table 1, GMLC, AMF or LMF performs GMLC selection by using local configuration information, NRF service or UDM service. When NRF service or UDM service is used, neither new parameter nor new mechanism is introduced for GMLC selection. So it is proposed to reuse these services described in TS 23.502 for GMLC selection. 
Furthermore, the clause 5.2 in TS 23.273 is empty. Because no specific function is introduced for 3GPP access, so it is proposed to rename the title of the clause 5.2 to GMLC selection.
2.	Proposal
It is proposed to update TS 23.273 as follows.
*** First change ***
[bookmark: _Toc7161327][bookmark: _Toc7161326]5.2	GMLC Selection3GPP access specific aspects
GMLC selection functionality is used by the AMF, LMF or GMLC to determine a GMLC to provide location estimation of the UE.
GMLC reselection is a functionality supported by LMF when necessary, e.g. due to UE mobility.
The GMLC selection may be performed at the LMF or AMF based on the locally available information i.e. locally configured GMLC profiles, or by querying NRF. GMLC may select GMLC (e.g. H-GMLC selects V-GMLC) by querying NRF or UDM.
When NRF or UDM is used, the factors may be considered during the GMLC selection is specified in TS 23.502 [19].
*** End of change ***
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