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	Expected Completion Date:
	SA#84(Jun 2019)

	Service(s) impacted:
	The multi-access PDU Connectivity Service that can exchange PDUs between the UE and a data network by simultaneously using one 3GPP access network and one non-3GPP access network.

	Specification(s) affected:
	TS 23.501, TS 23.502, TS 23.503

	Task(s) within work which are not complete:
	TBD
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	TBD


Abstract of document:

The ATSSS has adressed the following aspects:

-
Define the architectural aspects of the ATSSS solution, which can support traffic steering, switching and splitting between 3GPP and non-3GPP accesses.

-
Specify how Multi-Access PDU (MA-PDU) sessions can be established.

-
Specify the steering modes that can be applied in a MA-PDU session for deciding how traffic should be steered between the 3GPP and non-3GPP accesses.

-
Specify how performance measurements can be taken to support ATSSS operation.
-
Specify how the ATSSS architecture can support both IP and Ethernet traffic.
-
Consider how the ATSSS solution impacts the charging framework, e.g. to enable the network operator to differentiate charging for data traffic that is switched and/or split between 3GPP and non-3GPP accesses.
-
Specify the support of two steering functions: A high-layer steering function, based on the Multi-path TCP protocol, and a low-layer steering function based on the ATSSS function.

-
Specify how QoS resources can be allocated when a MA-PDU is established.

-
Extend the policy framework to define the ATSSS rules.
-Specify the conditions and how a MA-PDU sessions can be established when the UE moves from EPC to 5GC
Contentious Issues:

TBD
