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Attachments:  TS 23.501 CR1431
1. Overall Description:

SA2 thanks CT1 for their LS on Preferred Network Behaviour for CIoT redirection. SA2 discussed the following questions from CT1 and the answers are given below.

Question: CT1 would like to ask SA2 whether the UE should indicate the PNB for 5GC and the PNB for EPC to the AMF/MME, in addition to what the UE supported for EPS and 5GS CIoT optimizations?

Answer:

The UE provides PNB for EPC and 5GC when performing registration in 5GC, see TS 23.501 clause 5.31.3:
When the UE performs the registration procedure it includes its Preferred Network Behaviour (for 5G and EPC) in the Registration Request message and the AMF replies with the 5G Supported Network Behaviour in the Registration Accept message.
The PNB for EPC, as defined in TS23.401, includes the Network Behaviour the UE can support and what it would prefer to use. 
At SA2#132 SA2 agreed to support User Plane CIoT 5GS Optimisation. At SA2#133 SA2 agreed CR 1431 for TS 23.501 in which the UE indicates the supported and preferred behaviour. The UE should indicate PNB for both EPS and 5GS to the AMF and the MME.
2. Actions:

To CT1 group.

ACTION: 
SA2 kindly requests CT1 to take the above responses into consideration. 
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