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*********** Start change **************
[bookmark: _Toc5002625][bookmark: _Toc4578322]5.2.6	NEF Services
[bookmark: _Toc5002626]5.2.6.1	General
The following table shows the NEF Services and Service Operations:
Table 5.2.6.1-1: NF Services provided by the NEF
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Nnef_EventExposure
	Subscribe
	Subscribe/Notify
	AF

	
	Unsubscribe
	
	AF

	
	Notify
	
	AF

	Nnef_PFDManagement
	Fetch
	Request/Response
	SMF

	
	Subscribe
	Subscribe/Notify
	SMF

	
	Notify
	
	SMF

	
	Unsubscribe
	
	SMF

	
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	Nnef_ParameterProvision
	Update
	Request/Response
	AF

	Nnef_Trigger
	Delivery
	Request/Response
	AF

	
	DeliveryNotify
	Subscribe/Notify
	AF

	Nnef_BDTPNegotiation
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Notify
	
	AF

	Nnef_TrafficInfluence
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	Nnef_ChargeableParty
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Notify
	Request/Response
	AF

	Nnef_AFsessionWithQoS
	Create
	Request/Response
	AF

	
	Notify
	Request/Response
	AF

	Nnef_MSISDN-less_MO_SMS
	Notify
	Notify
	AF

	Nnef_ServiceParameter
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	Nnef_APISupportCapability
	Subscribe
	Subscribe/Notify
	AF

	
	Unsubscribe
	Subscribe/Notify
	AF

	
	Notify
	Subscribe/Notify
	AF

	Nnef_NIDDConfiguration
	Create
	Request/Response
	SMF

	
	Trigger
	Trigger
	AF

	Nnef_NIDD
	Delivery
	Request/Response
	AF, SMF

	Nnef_SMContext
	Create
	Request/Response
	SMF

	Nnef_AnalyticsExposure
	Subscribe
	Subscribe/Notify
	AF

	
	Unsubscribe
	
	AF

	
	Notify
	
	AF

	
	Fetch
	Request / Response
	AF

	Nnef_UCMFProvisioning
	Create
	Request/Response
	AF

	
	Delete
	Request/Response
	AF





*********** Next change **************
[bookmark: _Toc4578369]5.2.6.x	Nnef_UCMFProvisioning service
[bookmark: _Toc4578370]5.2.6.x.1	General
This service is for allowing external party to provision the UCMF with UCMF dictionary entries for Manufacturer-assigned UE Radio Capability IDs.
[bookmark: _Toc4578371]5.2.6.x.2	Nnef_UCMFProvisioning_Create operation
Service operation name: Nnef_UCMFProvisioning_Create
Description: The consumer creates a UCMF dictionary entry for a Manufacturer-assigned UE Radio Capability ID via the NEF.
Inputs (required): UE Radio Capability ID, UE radio access capability.
Inputs (optional): None.
Outputs (required): None.
Outputs (optional): None.
[bookmark: _Toc4578373]5.2.6.x.3	Nnef_UCMFProvisioning_Delete operation
Service operation name: Nnef_UCMFProvisioning_Delete
Description: The consumer deletes a UCMF dictionary entry for a Manufacturer-assigned UE Radio Capability ID via the NEF.
Inputs (required): UE Radio Capability ID or TAC (to delete all the entries related to a TAC)
Inputs (optional): None.
Outputs (required): None.
Outputs (optional): None.



*********** Next change **************

[bookmark: _Toc4578284]5.2.x	UCMF Services
[bookmark: _Toc4578285]5.2.x.1	General
The following table illustrates the UCMF Services.
Table 5.2.x.1-1: NF services provided by UCMF
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer (s)

	Nucmf_Provisioning
	Create
	Request/Response
	AF, NEF

	
	Delete
	Request/Response
	AF, NEF

	Nucmf_UECapabilityManagement
	Resolve
	Request/Response
	AMF

	
	Store
	Request/Response
	AMF

	
	Subscribe
	Subscribe/Notify
	AMF

	
	Unsubscribe
	Subscribe/Notify
	AMF

	
	Notify
	Subscribe/Notify
	AMF

	
	
	
	



[bookmark: _Toc4578273][bookmark: _Toc4578258]5.2.x.2	Nucmf_Provisioning service
[bookmark: _Toc4578275]5.2.x.2.1	Nucmf_Provisioning_Create service operation
Service operation name: Nucmf_Provisioning_Create.
Description: The consumer creates a UCMF dictionary entry for a Manufacturer-assigned UE Radio Capability ID.
Inputs (required): UE Radio Capability ID, UE radio access capability.
Inputs (optional): None.
Outputs (required): None.
Outputs (optional): None.
5.2.x.2.2	Nucmf_Provisioning_Delete service operation
Service operation name: Nucmf_Provisioning_Delete.
Description: The consumer deletes a UCMF dictionary entry for a Manufacturer-assigned UE Radio Capability ID.
Inputs (required): UE Radio Capability ID.
Inputs (optional): None.
Outputs (required): None.
Outputs (optional): None.
5.2.x.3	Nucmf_UECapabilityManagement Service
[bookmark: _Toc4578259]5.2.x.3.1	Nucmf_UECapabilityManagement Resolve service operation
Service Operation name: Nucmf_UECapabilityManagement_Resolve
Description: Consumer NF gets the UE radio access capability corresponding to a specific UE Radio Capability ID (either Manufacturer-assigned or PLMN-assigned).
Inputs, Required: NF ID, UE Radio Capability ID.
Inputs, Optional: None.
Outputs, Required: UE radio access capability, UCMF Restart Counter.
Outputs, Optional: None.
[bookmark: _Toc4578260]5.2.x.3.2	Nucmf_UECapabilityManagement_Store service operation
Service or service operation name: Nucmf_UECapabilityManagement_Store
Description: The NF consumer stores the UE radio access capability in the UCMF and obtains a PLMN-assigned UE Radio Capability ID in return.
Inputs, Required: UE radio access capability, TAC.
Inputs, Optional: None.
Outputs, Required: UE Radio Capability ID, UCMF Restart Counter. .
Outputs, Optional: None.
[bookmark: _Toc4578261]5.2.x.3.3	Nucmf_UECapabilityManagement_Subscribe service operation
Service operation name: Nucmf_UECapabilityManagement_Subscribe
Description: The NF consumer subscribes for updates to UCMF dictionary entries. The UCMF shall check the requested consumer is authorized to subscribe to requested updates.
Inputs, Required: None.
Inputs, Optional: None.
Outputs, Required: UCMF Restart Counter, List of TACS s for which UE manufacturer-assigned UE Radio Capability ID is used.
Outputs, Optional: None.
[bookmark: _Toc4578262]5.2.x.3.4	Nucmf_UECapabilityManagement_Unsubscribe service operation
Service operation name: Nucmf_UECapabilityManagement_Unsubscribe
Description: The NF consumer unsubscribes from updates to UCMF dictionary entries.
Inputs, Required: None.
Inputs, Optional: None.
Outputs, Required: None.
Outputs, Optional: None.
[bookmark: _Toc4578263]5.2.x.3.5	Nucmf_UECapabilityManagement_Notify service operation
Service Operation name: Nucmf_UECapabilityManagement_Notify
Description: Producer NF provides notifications about creation or deletion of UCMF dictionary entries to subscribed consumer NF.
Inputs, Required: One or more UCMF dictionary entries, each UCMF dictionary entry consisting of a UE Radio Capability ID and the corresponding UE radio access capability.
Inputs, Optional: (List of ) TAC(s) for which UE manufacturer-assigned UE Radio-capability ID needs to be used, (List of) TAC(s) for which UE manufacturer-assigned UE Radio-capability ID shall no longer be used, UCMF restart counter.
Outputs, Required: None.
Outputs, Optional: None.

*********** End change **************
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