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1
Overall description
In the context of the work on 5G_CIoT, SA2 would like to specify a solution to identify traffic from Cat.M1/M2 UEs in 5GC.
While in EPC due to certain design constraints (no UE impacts, minimal RAN impacts, support for legacy UEs) the agreed solution (documented in TS 23.401 from Rel-15) allows identification of user plane traffic, it does not allow for using the LTE-M indication for selection of CN nodes. Given that these design constraints do not apply for 5G_CIOT, SA2 would like to define a solution that allows identification of LTE-M already when the UE first establishes the RRC connection.
SA2 would therefore like to ask RAN2 and RAN3 to investigate solutions that enable LTE-M to be identified from the Initial UE message that is sent to AMF.
2
Actions
To TSG RAN

ACTION:
SA2 would like to ask TSG RAN to provide immediate feedback whether indication in AS signalling that would allow LTE-M to be identified from the Initial UE message is possible. This would enable SA2#134 to progress the discussion and potentially approve stage-2 CRs.

To RAN2, RAN3
ACTION:
SA2 would like to ask RAN2 and RAN3 to investigate solutions that would allow LTE-M to be identified from the Initial UE message that is sent to AMF and provide feedback if necessary.
3
Dates of next TSG SA WG2 meetings
TSG SA WG2 Meeting 134
26-30 June 2019

Sapporo, Japan

TSG SA WG2 Meeting 135
14-18 October 2019

Split, Croatia
