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**** First Change ****
[bookmark: _Toc10061865]9.2	Network Functions and entities
Editor's note:	This clause includes the delta, if any, to Network Function and entities defined in TS 23.503 [4] clause 6.2 for 5G-RG & FN-RG.
9.2.1 General
This clause specifies the delta related to Network Function and entities defined in TS 23.503 [4] clause 6.2 for 5G-RG and FN-RG.
9.2.2 PCF
The specification defined in TS 23.503 clause 6.2.1 applies for 5G-RG and FN-RG with the following modifications:
-	PCF provides the Access and mobility related policy control as described in clause 9.5.1
-	PCF provides the UE access selection and PDU Session selection related policy control as defined in 9.5.2.
-	On receiving the Session-TMBR provided by the SMF at the establishment or modification of the SM Policy Association for a PDU session under the conditions defined in TS 23.503 clause 5.6.6, the PCF provides the Authorized Session AMBR as part of the PDU session policy control information defined in clause 9.4
The specification defined in TS 23.503 clause 6.2.1 applies for 5G-RG and FN-RG with the following modifications:
-	The 5G-RG and FN-RG replaces the UE.
NOTE : In case of FN-RG the W-AGF acts on behalf of FN-RG, however from PCF point of view the W-5AGF is not distinguishable from the FN-RG.
The specification defined in TS 23.503 clause 6.2.3 applies for 5G-RG and FN-RG with the following modifications:
-	The 5G-RG and FN-RG replaces the UE
-	Roaming is not applicable in this release.
9.2.3 Session Management Function (SMF)
The specification defined in TS 23.503 clause 6.2.2 applies for 5G-RG and FN-RG with the following modifications:
-	The SMF may support functionality for traffic steering, switching and splitting within a MA PDU Session, as described in TS 23.501 [2] with the modification in clause 4.12 in case of MA PDU session used in the Hybrid Access scenario

**** End of changes ****

