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**** First Change ****
[bookmark: _Toc10097056]7.1	General
The following table illustrates the NWDAF Services.
Table 7.1-1: NF services provided by NWDAF
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Nnwdaf_AnalyticsSubscription
	Subscribe
	Subscribe / Notify
	PCF, NSSF, AMF, SMF, NEF, AF

	
	Unsubscribe
	
	PCF, NSSF, AMF, SMF, NEF, AF

	
	Notify
	
	PCF, NSSF, AMF, SMF, NEF, AF

	Nnwdaf_AnalyticsInfo
	Request
	Request / Response
	PCF, NSSF, AMF, SMF, NEF, AF



The following table shows the analytics information provided by NWDAF service:
Table 7.1-2: Analytics information provided by NWDAF
	Analytics Information
	Request Description
	Response Description
	Operation semantics

	Slice Load level information
	Analytics ID: load level information
Analytics Filter(s): network slice instance(s), Load Level Threshold value.
	Requested Analytics data, including load level information of Network Slice instance(s).
	Subscribe/Notify, 
Request/Response

	Observed Service experience information
	Analytics ID: Service Experience
Analytics Filter(s): Application ID, Network area, Time window, Media/application bandwidth, S-NSSAI, DNN, DNAI, List of SUPIs.
	Observed service experience (i.e. average observed Service MoS) per application or observed service experience (i.e. average observed Service MoS) per UE per application per slice
	Subscribe/Notify, 
Request/Response

	NF Load information
	Analytics ID: NF load information
Analytics Filter(s): an optional list of Instance IDs.
	Load statistics information for specific NF(s).
	Subscribe/Notify, 
Request/Response

	Network Performance information
	Analytics ID: Network Performance
Analytics Filter(s): Area of Interest, Optional maximum number of results
	Statistics or predictions on the load in an Area of Interest; in addition, statistics or predictions on the number of UEs that are located in that Area of Interest.

	Subscribe/Notify, 
Request/Response

	UE mobility information
	Analytics ID: UE Mobility
Analytics Filter(s): optional list of TA or Cells, optional maximum number of results
	Statistics or prediction on UE mobility
	Subscribe/Notify, 
Request/Response

	UE Communication information
	Analytics ID: UE Communication
Analytics Filter(s): SUPI
	Statistics or prediction on UE communication
	Subscribe/Notify, 
Request/Response

	Expected UE behavioural parameters
	Analytics ID: UE Mobility and/or UE Communication
Analytics Filter(s):SUPI
	Analytics on UE Mobility and/or UE Communication.
	Subscribe/Notify, 
Request/Response

	UE Abnormal behaviour information
	Analytics ID: Abnormal behaviour
Analytics Filter(s): expected UE behaviour(optional), expected analytics type, list of Exception IDs with associated thresholds
	The exception with an appropriate exception ID
	Subscribe/Notify, 
Request/Response

	User Data Congestion information
	Analytics ID: User Data Congestion
Analytics Filter(s): location
	the user data congestion analytics for transfer over the user plane, for transfer over the control plane, or for both
	Subscribe/Notify, 
Request/Response

	Potential QoS Change information
	Analytics ID: Potential QoS change
Analytics Filter(s): QoS requirements, Location information, Time information(optional), Threshold(s), S-NSSAI (optional)
	Information on the location in the geographic area and the time when a potential QoS change may occur (and what threshold(s) provided by the consumer is/are crossed).
	Subscribe/Notify, 
Request/Response



Editor's note:	The content of Table 7.1-2 will be filled up when the analytics information of clause 6 is stabilized.
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