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	Reason for change:
	Bulk context transfer using CTSF has been identified as an open issue in the exception sheet.

	
	

	Summary of change:
	Proposes a solution to achieve this:
· Source NF / OA&M system determines when it needs to offload context and how many contexts it wants to transfer to NFs across sets. At this point, source NF stores context in the CTSF. Source NF can also notify OA&M at this point.
· OA&M triggers the target NF(s) (could be one or more) to retrieve contexts from the CTSF. (we assume that only one target NF can get access to a certain UE context, target NF retrieves data by simply asking for number of contexts).
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5.21.4
Network Function/NF Service Context Transfer

5.21.4.1
General

Network Function/NF Service Context Transfer Procedures allow transfer of Service Context of a NF/NF Service from a Source NF/NF Service Instance to the Target NF/NF Service Instance e.g. before the Source NF/NF Service can gracefully close its NF/NF Service. Push and Pull model for Service Context Transfer are supported as specified in clause 4.26 of TS 23.502 [3].
Source NF / OA&M system determines when it needs to offload UEs and how many UE contexts it wants to transfer to NFs in other NF Sets. At this point, source NF stores context in the CTSF and source NF can also notify OA&M at this point. Source NF shall initiate this only for UE(s) that are in IDLE or RRC_INACTIVE in order to limit and avoid impacting services offered to the UE(s). OA&M triggers the target NF(s) (could be one or more) to retrieve UE contexts from the CTSF and start processing transactions for the corresponding UE(s). 
NOTE:
It is assumed that only one target NF can get access to a certain UE context, target NF retrieves data by simply querying CTSF for number of UE contexts.
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