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* * * * Start of 1st Change * * * * 

[bookmark: _Toc11137214]5.32.7	Interworking with EPS
Editor's note: The contents of this clause are FFS.
When a MA PDU Session is established over 3GPP access in 5GC, the MA PDU Sessioin can be transferred to the EPC as a PDN connection in 3GPP access using the EPS interworking procedures in clause 5.17.2. When the MA PDU Session is transferred to the EPC, the ATSSS contexts, e.g. ATSSS rules, measurement assistance information, are released locally by the UE.
When a PDN Connection is established over 3GPP access in EPC, the PDN Connection can be transferred to the 5GS as a PDU Session in 3GPP access using the EPS interworking procedures in clause 5.17.2. The transferred PDU Session can be changed to the MA PDU Session by using PDU Session Modification procedure.
When the network supports N26 interworking, interworking procedures are based on clause 5.17.2.2 with the following modifications:
-	The SMF requests EBI allocation to the AMF if the MA PDU Session is established over 3GPP access and EPS interworking is allowed by subscription and operator policy.
-	When the MA PDU Session is released over 3GPP access, the allocated EBI(s) for the MA PDU Session is released.
-	If the MA PDU Session is established over non-3GPP access, after the MA PDU Session is transferred to the EPC, the SMF triggeres release of the MA PDU Session over non-3GPP access.
-	After a PDN Connection is transferred to the 5GC, if no policy in the UE (e.g. no URSP rule) and no local restrictions mandate a single access for the PDU Session, the UE provides ATSSS Capability to the network by triggering PDU Session Modification procedure. The SMF may change the PDU Session to the MA PDU Session based on ATSSS Capability and local policy.
When the network supports without N26 interworking and the UE supports dual registration mode, interworking procedures are based on clause 5.17.2.3 with the following modifications:
-	If the MA PDU Session is established over non-3GPP access, after the MA PDU Session is transferred to the EPC, the SMF triggeres release of the MA PDU Session over non-3GPP access.
-	When the UE moves a PDN Connection to the 5GC, the UE may include "MA PDU Request" indication and ATSSS Capability during the PDU Session Establishment procedure based on URSP rule.
* * * * End of Changes * * * *


