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Abstract of the contribution: This contribution proposes to clarify Application Layer ID.
1.
 Introduction

TS 23.287 specifies Application Layer ID with one Editor’s Note as below:

Application Layer ID: An identifier identifying an entity, e.g. a vehicle, a pedestrian, an RSU within the context of a specific V2X application. The format of this identifier is outside the scope of 3GPP.

NOTE 1:
The Application Layer ID could be e.g. Station ID, Vehicle ID defined by ETSI, Society of Automotive Engineers (SAE).
NOTE 2:
The usage of Application Layer ID, e.g. one Application Layer ID is associated with one V2X application, one Application Layer ID is associated with more than one V2X applications, or one Application Layer ID is used for all V2X applications in the UE, is up to application layer implementation.

Editor's Note: It is FFS regarding the term and definition of "Application Layer ID".
The discussion resulting in adding the EN was mainly regarding whether the Application Layer ID is an identifier which is specific to a certain application or it is an application-agnostic identifier.

During study phase, Solution #11 in clause 6.11 of TR 23.786 was selected for Key Issue #9 (Support of unicast/multicast for sensor sharing over PC5). Solution #11 describes service announcement as below:
Therefore, in order to support the link establishment, there is a need for service announcement in order to inform the peer of the existence of the UE and the capability of the UE for the unicast communication, e.g. channel to operate, or the services supported, etc.

Such a service announcement should be made accessible to all the UEs that are interested in using the service. For example, such announcement could be either configured to send over a dedicate channel, similar to how WAVE Service Advertisement (WSA) is handled, or to be piggybacked on the periodical messages from the supporting UEs.

NOTE 1:
Service announcement is handled by upper layer and out of scope of SA2.
In this paper, we propose to add a NOTE regarding service announcement based on the selected solution #11. 
NOTE 1:
Application level service announcement can be made, e.g. either configured to send over a dedicate channel or to be piggybacked on the periodical messages, before Layer-2 Link Establishment procedure is performed. The initiating UE can detect the target UE’s application Layer ID included in service announcement messages. Application level service announcement is handled by upper layer and out of scope of this specification.  

Since the initiating UE uses Application Layer ID provided in service announcement, the application internal logic, e.g. whether the Application Layer ID is application specific or application agnostic, doesn’t affect the mechanism specified in TS 23.287. Therefore, we propose to delete the editor’s note. 
2. Proposals
It is proposed to adopt the following text in TS 23.287.   
*** 1st change ***
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Application Layer ID: An identifier identifying an entity, e.g. a vehicle, a pedestrian, an RSU within the context of a specific V2X application. The format of this identifier is outside the scope of 3GPP.

NOTE 1:
The Application Layer ID could be e.g. Station ID, Vehicle ID defined by ETSI, Society of Automotive Engineers (SAE).
NOTE 2:
The usage of Application Layer ID, e.g. one Application Layer ID is associated with one V2X application, one Application Layer ID is associated with more than one V2X applications, or one Application Layer ID is used for all V2X applications in the UE, is up to application layer implementation.


V2X communication: A communication to support Vehicle-to-Everything (V2X) services leveraging Uu and / or PC5 reference points. V2X services are realized by various types of V2X applications, i.e. Vehicle-to-Vehicle (V2V), Vehicle-to-Pedestrian (V2P), Vehicle-to-Infrastructure (V2I) and Vehicle-to-Network (V2N).

V2X message: A dedicated messaging type of V2X service, for example ITS messages.

V2X service: A service, offered by V2X applications and V2X Application Servers. It may include message or other data delivery, as defined in TS 22.185 [2] and TS 22.186 [3]. A V2X service can be associated with one or more V2X applications, and a V2X application can be associated with one or more V2X services.
For the purposes of the present document, the following terms and definitions given in ISO 17419:2018 [4] apply:
Intelligent Transport Systems
ITS Application Identifier
For the purposes of the present document, the following term and definition given in IEEE Std 1609.12-2016 [5] apply:
Provider Service Identifier
*** 2nd change ***
6.3.3.1
Layer-2 link establishment over PC5 reference point
To perform unicast mode of V2X communication over PC5 reference point, the UE is configured with the related information as described in clause 5.1.2.1.
Figure 6.3.3.1-1 shows the layer-2 link establishment procedure for unicast mode of V2X communication over PC5 reference point.
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Figure 6.3.3.1-1: Layer-2 link establishment procedure
1.
The UE(s) determine the destination Layer-2 ID for signalling reception for PC5 unicast link establishment as specified in clause 5.6.1.4. The destination Layer-2 ID is configured with the UE(s) as specified in clause 5.1.2.1.

2.
The V2X application layer in UE-1 provides application information for PC5 unicast communication. The application information includes the service type(s) (e.g. PSID or ITS-AID) of the V2X application and the initiating UE's Application Layer ID. The target UE's Application Layer ID may be included in the application information.
NOTE 1:
Application level service announcement can be made, e.g. either configured to send over a dedicate channel or to be piggybacked on the periodical messages, before Layer-2 Link Establishment procedure is performed. The initiating UE can detect the target UE’s application Layer ID included in service announcement messages. Application level service announcement is handled by upper layer and out of scope of this specification.  

The V2X application layer in UE-1 may provide service requirements for this unicast communication. UE-1 determines the PC5 QoS parameters and PFI as specified in clause 5.4.1.4.
If UE-1 decides to reuse the existing PC5 unicast link as specified in clause 5.2.1.4, the UE triggers Layer-2 link modification procedure as specified in clause 6.3.3.4.
3.
UE-1 sends a Direct Communication Request message to initiate the unicast layer-2 link establishment procedure. The Direct Communication Request message includes:
-
Source User Info: the initiating UE's Application Layer ID (i.e. UE-1's Application Layer ID).
-
If the V2X application layer provided the target UE's Application Layer ID in step 2, the following information is included:
-
Target User Info: the target UE's Application Layer ID (i.e. UE-2's Application Layer ID). 
-
V2X Service Info: the information about V2X Service(s) requesting Layer-2 link establishment (e.g. PSID(s) or ITS-AID(s)).
-
Indication whether IP communication is used. 

-
IP Address Configuration: For IP communication, IP address configuration is required for this link.

Editor's Note: Detail of IP Address Configuration is FFS.
-
QoS Info: the information about PC5 QoS Flow(s). For each PC5 QoS Flow, the PFI and the corresponding PC5 QoS parameters (i.e. PQI and conditionally other parameters such as MFBR/GFBR, etc).
Editor's Note: It is FFS whether exchange of QoS Info is needed.
The source Layer-2 ID and destination Layer-2 ID used to send the Direct Communication Request message are determined as specified in clauses 5.6.1.1 and 5.6.1.4.

UE-1 sends the Direct Communication Request message via PC5 broadcast using the source Layer-2 ID and the destination Layer-2 ID.

4.
A Direct Communication Accept message is sent to UE-1 as below:
4a.
(UE oriented Layer-2 link establishment) If the Target User Info is included in the Direct Communication Request message, the target UE, i.e. UE-2 responds with a Direct Communication Accept message. 

4b.
(V2X Service oriented Layer-2 link establishment) If the Target User Info is not included in the Direct Communication Request message, the UEs that are interested in using the announced V2X Service(s), so decide to establish Layer-2 link with UE-1 respond to the request by sending a Direct Communication Accept message (UE-2 and UE-4 in Figure 6.3.3.1-1).
The Direct Communication Accept message includes:
-
Source User Info: Application Layer ID of the UE sending the Direct Communication Accept message.

-
QoS Info: the information about PC5 QoS Flow(s). For each PC5 QoS Flow, the PFI and the corresponding PC5 QoS parameters (i.e. PQI and conditionally other parameters such as MFBR/GFBR, etc).
The source Layer-2 ID used to send the Direct Communication Accept message is determined as specified in clauses 5.6.1.1 and 5.6.1.4. The destination Layer-2 ID is set to the source Layer-2 ID of the received Direct Communication Request message.


Upon receiving the Direct Communication Accept message from peer UE, UE-1 obtains the peer UE's Layer-2 ID for future communication, for signalling and data traffic for this unicast link.

The V2X layer of the UE that established PC5 unicast link passes the PC5 Link Identifier assigned for the unicast link and PC5 unicast link related information down to the AS layer. The PC5 unicast link related information includes Layer-2 ID information (i.e. source Layer-2 ID and destination Layer-2 ID). This enables the AS layer to maintain the PC5 Link Identifier together with the PC5 unicast link related information.
Editor's Note: Steps for mutual authentication and security association establishment will be determined based on feedback from SA WG3.
5.
V2X service data is transmitted over the established unicast link as below:

The PC5 Link Identifier and PFI are provided to the AS layer, together with the V2X service data.

UE-1 sends the V2X service data using the source Layer-2 ID (i.e. UE-1's Layer-2 ID for this unicast link) and the destination Layer-2 ID (i.e. the peer UE's Layer-2 ID for this unicast link).
NOTE 2:
PC5 unicast link is bi-directional, therefore the peer UE of UE-1 can send the V2X service data to UE-1 over the unicast link with UE-1.
Editor's Note: The parameters included in the Direct Communication Request/Accept messages can be updated depending on RAN WGs' decision on how the Direct Communication Request/Accept messages are sent by the AS layer (e.g. by using PC5-RRC signalling).

Editor's Note: Additional parameters included in the Direct Communication Request/Accept messages (e.g. security related) are FFS.
Editor's Note: Whether the unicast communication requires security protection at link layer will be determined based on feedback from SA WG3.
*** End of the changes ***
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