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[bookmark: _Hlk10621589]

**** First Change ****
[bookmark: _Toc10061825]7.5	User Profile management procedures
Editor's note:	Delta for User Management Procedure interaction procedure defined in TS 23.502 [3] clause 4.5 for FN-RG is FFS.
When 5G-RG or FN-RG is used, comparing to TS 23.502 [3] clause 4.5, the differences for User Profile management procedures are shown as below:
-	The UE in TS 23.502 [3] clause 4.5 is replaced by 5G-RG or FN-RG.
-	When 5G-RG or FN-RG is connected via W-5GAN, steering of roaming information is not applicable, since roaming is not supported.
-	The SMF updates UE 5G-RG context and FN-RG context stored at W-AGF to modify the subscribed Session-TMBR
- 	and/or The AMF updates 5G-RG context and FN-RG context stored at W-AGF to modify the RG Level Wireline Access Characteristics.

[bookmark: _GoBack]**** Next Change ****
[bookmark: _Toc10061827][bookmark: _Hlk10621597]7.6.1	General
This clause includes the differences for 5G-RG comparing to TS 23.502 [3] clause 4.9. Handover procedures in this clause are not supported for FN-RG.

**** Next Change ****

[bookmark: _Toc10061828]7.6.2	Handover within NG-RAN
If the 5G-RG is connected via FWA, the procedures in TS 23.502 [3] clause 4.9.1 apply with the differences shown as below:
-	UE is replaced by 5G-RG.
The handover procedure is not applicable to FN-RG.
**** End of Changes ****

