

	
3GPP TSG-SA WG2 Meeting #134	S2-1908432
Sapporo, Japan, June 24 - 28, 2019
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	23.501
	CR
	1457
	rev
	2
	Current version:
	16.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	

	
	

	Source to WG:
	BlackBerry UK Ltd.

	Source to TSG:
	S2

	
	

	Work item code:
	5G_CIoT
	
	Date:
	June 12, 2019

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	Inconsistentcy between “no further Uplink and Downlink Data transmissions are expected” in TS 23.502 and “no further Uplink or Downlink Data transmissions are expected” in this TS.


	
	

	Summary of change:
	Change “or” into “and”.


	
	

	Consequences if not approved:
	Inconsistencies between TS 23.501 and TS 23.502.


	
	

	Clauses affected:
	5.19.7.6

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	S2-1906905, S2-1908380



Page 1


*** First change ***
[bookmark: _Toc11137088]5.19.7.6	Control Plane data specific NAS level congestion control
Under overload conditions the AMF may restrict requests from UEs for data transmission via Control Plane CIoT 5GS Optimisation. A Control Plane data back-off timer may be returned by the AMF (e.g. in Registration Accept messages, Service Reject message or Service Accept message). While the Control Plane data back-off timer is running, the UE shall not initiate any data transfer via Control Plane CIoT 5GS Optimisation, i.e. the UE shall not send any initial NAS Message with uplink data as defined in TS 24.501 [47]. The AMF shall store the Control Plane data back-off timer per UE and shall not process any further requests (other than exception reporting and a response to paging) for Data Transport via an initial NAS Message from that UE while the Control Plane data back-off timer is still running.
Editor's note:	Whether a new (e.g. Control Plane Service Request) or an existing initial NAS message is used for Data Transport in Control Plane CIoT 5GS is to be defined by CT WGs
NOTE 1:	The Control Plane data back-off timer does not affect any other mobility management or session management procedure.
NOTE 2:	The Control Plane data back-off timer does not apply to user plane data communication.
If the UE is allowed to send exception reporting, the UE may send an initial NAS Message for exception reporting even if Control Plane data back-off timer is running.
The UE may respond to paging with an initial NAS Message without uplink data even if the Control Plane data back-off timer is running.
[bookmark: _GoBack]If the AMF receives an initial NAS Message in reponse to a paging, and the AMF has a Control Plane data back-off timer running for the UE, and the AMF is not overloaded, and AMF decides to accept the Control Plane Service Request, then the AMF shall respond with Service Accept without the Control Plane data back-off timer and stop the Control Plane data back-off timer. If the UE receives a Service Accept without the Control Plane data back-off timer from the AMF while the Control Plane data back-off timer is running, the UE shall stop the Control Plane data back-off timer. The Control Plane data back-off timer in the UE and the AMF is stopped at PLMN change.
If the AMF receives an initial NAS Message with uplink data, and decides to send the UE a Control Plane data back-off timer, the AMF may decide to process the initial NAS Message with uplink data, i.e. decrypt and forward the data payload, or not based on the following:
-	If the UE has indicated Release Assistance Information that no further Uplink orand Downlink Data transmissions are expected, then the AMF may process (integrity check/decipher/forward) the received Control Plane data packet, and send a Service Accept to the UE with Control Plane data back-off timer. The UE interprets this as successful transmission of the Control Plane data packet starts the Control Plane data back-off timer.
-	For all other cases, the AMF may decide to not process the received Control Plane data packet and send a Service Reject to the UE with Control Plane data back-off timer. The UE interprets this indication as unsuccessful delivery of the control plane data packet and starts the Control Plane data back-off timer. Then the AMF may take into consideration whether the PDU Session is set to Control Plane only to make the decision whether to reject the packet and send Service Reject or move the PDU Session to user plane and process the data packet.
-	Alternatively, if UE has not provided Release Assistance Information, and the PDU Session not set to Control Plane only, and UE supports N3 data transfer, then the AMF may initiate establishment of N3 bearer according to the procedure defined in clause X.Y.Z. In this case the AMF may also return a Control Plane data back-off timer within the NAS message.
The AMF only includes the Control Plane data back-off timer if the UE has indicated support for Control Plane data back-off timer in the Registration Request.
NOTE 3:	If the AMF is overloaded or close to overload, but the UE has not indicated support for Control Plane data back-off timer, the AMF can use other overload control mechanisms, e.g. Mobility Management back-off timer or use user plane data communication.
Editor's note:	Whether an indication for support of the Control Plane data back-off timer is needed or not is FFS.

