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Abstract: This contribution introduces Solution 27 of TR 23.786 to TS 23.287 as per conclusions of Key Issue #3 in TS 23.786.
1. Proposal
This contribution proposes clauses for TS 23.287 on QoS Handling for V2X Communication over Uu Reference Point as per solution#27, agreed in TR23.786 and documented in conclusions of Key Issue#3. Regarding QoS Notification Control enhancements, TR 23.786 Solution #27 (clause 6.27) is taken as baseline. 
BEGINNING OF CHANGES
5.4.5
QoS handling for V2X communication over Uu reference point

SKIP UNCHANGED TEXT

5.4.5.X
QoS Change based on Extended NG-RAN Notification to support Alternative Service Requirements
To support V2X applications that can operate with different configurations (e.g. different bitrates or delay requirements), the V2X Application Server (V2X AS), acting as the Application Function, can provide, in addition to the requested level of service requirements, Alternative Service Requirements to the 5GS. This enables the 5GS to act on the Alternative Service Requirements and apply them for the extended NG-RAN notification, as described in TS 23.501 [6] and TS 23.503 [16].
The V2X AS can use the related procedures specified in clause 4.15.6.6 of TS 23.502 [7] to influence the QoS provided to the V2X service. If so, the V2X AS includes Alternative Service Requirements as specified in clause 6.1.3.X of TS 23.503 [16] when providing service information to the PCF.
The QoS change based on extended NG-RAN notification operates within the 5GS QoS model as specified in TS 23.501 [6] and TS 23.503 [16].
END OF CHANGES
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