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* * * First Change * * *

4.9.X
Handover between PLMN and SNPN
4.9.X.1 Handover of a PDU Session procedure from PLMN to SNPN

Clause 4.9.X.1 specifies how to hand over a UE from a source PLMN to a target SNPN and how a UE can handover a PDU Session from a PLMN to an SNPN.
The UE uses the procedure as described in clause 4.9.2.2 for handover of a PDU Session accessing PLMN services with the following differences:

-
The Untrusted Non-3GPP access is replaced by “SNPN”.
The UE uses the procedure as described in clause 4.9.2.1 for handover of a PDU Session accessing SNPN services via the PLMN with the following differences:

-
The Untrusted Non-3GPP access is replaced by “PLMN”.
-
The 3GPP access is replaced by SNPN NG-RAN.

-
The N3IWF is replaced by SNPN N3IWF.

-
The AMF, SMF, UPF and PCF are all SNPN network functions.
4.9.X.2 Handover of a PDU Session procedure from SNPN to PLMN
Clause 4.9.X.2 specifies how to hand over a UE from a source SNPN to a target PLMN and how a UE can handover a PDU Session from an SNPN to a PLMN. 
The UE uses the procedure as described in clause 4.9.2.1 for handover of a PDU Session accessing PLMN services with the following differences:

-
The Untrusted Non-3GPP access is replaced by “SNPN”.
The UE uses the procedure as described in clause 4.9.2.2 for handover of a PDU Session accessing SNPN services via the SNPN with the following differences:

-
The Untrusted Non-3GPP access is replaced by “PLMN”.
-
The 3GPP access is replaced by SNPN NG-RAN.

-
The N3IWF is replaced by SNPN N3IWF.

-
The AMF, SMF, UPF and PCF are all SNPN network functions.
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