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	Summary of change:
	1) Blanket deletion is enabled, ordered by the UCMF

2) Dictionary change mark is added to the PLMN-assigned UE Radio Capability ID
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**** FIRST CHANGE ****
4.2.7
N2 procedures

4.2.7.4
N2 RACS Dictionary Update
This procedure is used by the AMF to trigger the deletion of the local cache of PLMN-assigned UE Radio Capability IDs in the NG-RAN. It is triggered by the AMF upon receiving a new dictionary change mark from the UCMF over N55 as defined in clause 5.2.18.3.5. The AMF forwards the received dictionary change mark from the UCMF to the NG-RAN using the N2 RACS Dictionary Update.
Upon receiving a dictionary change mark from the AMF using this procedure, the NG-RAN deletes from its local cache all PLMN-assigned UE Radio Capability IDs with a different dictionary change mark and broadcasts the new dictionary change mark in its cells.
**** NEXT CHANGE ****
5.2.18.3.5
Nucmf_UECapabilityManagement_Notify service operation

Service Operation name: Nucmf_UECapabilityManagement_Notify

Description: Producer NF provides notifications about creation or deletion of UCMF dictionary entries to subscribed consumer NF.

Inputs, Required: Notification Type ("creation", "deletion").

Inputs, Optional: If Notification Type is set to "creation": One or more UCMF dictionary entries, each UCMF dictionary entry consisting of a UE Radio Capability ID and the corresponding UE radio access capability. If Notification Type is set to "deletion": One or more UE Radio Capability IDs or a dictionary change mark.

Outputs, Required: None.

Outputs, Optional: None.
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