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1. Overall Description:

SA2 would like to inform RAN3 and RAN2 that SA2 agreed the attached CR for TS 23.501 to implement the Stage 2 details for Enhancements to QoS Handling for V2X Communication Over Uu Reference Point.
The existing Notification Control logic specified in TS 23.501 allows:

· The NG-RAN node to notify CN that the QoS profile cannot be fulfilled;
· When the QoS is possible, the NG-RAN node to notify CN about the return to the QoS profile.

The agreed CR allows the CN to change the QoS profile by using an alternative QoS profile following an NG-RAN notification that the initial QoS profile cannot be fulfilled (the initial QoS profile is the QoS profile originally indicated by the CN to the NG-RAN at QoS flow establishment). Currently, the only means available to return to the initial QoS profile is a CN initiated QoS flow modification request by performing a PDU Session Modification procedure. As the CN is not aware of whether the situation at NG-RAN has improved to meet the initial QoS profile (which is outside of the scope of the current QoS profile in effect), this may result in repeated signaling towards the NG-RAN.

There is a desire expressed by some companies to allow the CN to be able to request that the NG-RAN notifies the CN when return to the initial QoS profile is possible after CN changed the QoS profile. Based on this NG-RAN notification that the initial QoS profile can be fulfilled again, the CN would then attempt to re-establish the initial QoS profile with the NG-RAN via PDU Session Modification procedure and inform the Application Function accordingly. To enable this capability, the following aspects are deemed necessary:
· Store the initial QoS profile in the NG-RAN (which the CN can modify);
· Standardized trigger from the CN to the NG-RAN to activate the check of whether the initial QoS profile can be fulfilled again;
· NG-RAN notifies the CN of the possibility to fulfill the initial QoS profile.
2. Actions:

To RAN3, RAN2
ACTION: 

SA2 would like to ask RAN3 and RAN2 to provide comments and feedback on the above mentioned aspects.
SA2 would like to ask RAN3 and RAN2 to provide feedback on the feasibility of these additional enhancements from NG-RAN perspective.
3. Date of Next TSG-SA WG2 Meetings:

TSG-SA WG2 Meeting #135
14 – 18 Oct 2019

Split, HR
TSG-SA WG2 Meeting #136
18 – 22 Nov 2019

Reno, NV, USA



