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	Reason for change:
	The PEI format for 5G-RG and FN-RG is not fully described, especially for RGs not supporting any 3GPP access technology.

	
	

	Summary of change:
	Adding description of PEI format for RGs

	
	

	Consequences if not approved:
	Incomplete specification
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[bookmark: _Hlk10621589]**** First Change ****
[bookmark: _Toc10061771]4.7.7	PEI
[bookmark: _Hlk3977862]If the 5G-RG (i.e. 5G-BRG and 5G-CRG) supports at least one 3GPP access technology (i.e. NG-RAN, E-UTRAN), the 5G-RG must be allocated a Permanent Equipment Identifier (PEI) in the IMEI or IMEISV format, as described in TS 23.501 [2]. The 5G-RG shall present this PEI to the network independent of access technology used by the 5G-RG (3GPP access technology or W-5GAN access technology).
If the 5G-BRG supports only W-5GAN access, the PEI shall contain the 5G-BRG MAC address.
If the 5G-CRG supports only W-5GAN access, the PEI The Permanent Equipment Identifier (PEI) for the 5G-CRG and FN CRG shall contain the cable modem MAC address.
For FN-RG (i.e. FN-BRG and FN-CRG), the W-AGF shall provide a PEI containing the FN-RG MAC address to the network.
NOTE: 	This assumes that the W-AGF will see the actual MAC address of the FN-RG and not the MAC address of any intermediate entity (e.g. DSLAM). 
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