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1. Overall Description:
SA2 would like to thank RAN3 for its LS in R3-193271 and would like to provide the following feedback on the questions. 

Q1:

The value of the RSN is not dependent on the selected UPF, even though the RSN may also be considered for UPF selection as well. Hence, the same RSN may be used with multiple UPFs. NG-RAN is not free to choose the user plane; the RSN parameter is there for NG-RAN to consider. The value of the RSN parameter that indicates redundant user plane requirements for the PDU Sessions.
Q2:

SA2 has discussed the failure handling of the solution and has agreed to the CR in S2-190xxxx. The CR clarifies RAN handling when the user plane resources cannot be allocated as indicated by the RSN parameter. 

Q3: 

The two SMFs do not coordinate with each other. The RSN is determined by each SMF independently, based on the different combinations of DNN and S-NSSAI as provided by the UEs, where the SMFs may also consider subscription information and local policies. The failure handling is performed for each PDU Session separately. 

2. Actions:

To RAN WG3.

SA2 kindly requests RAN3 to take the above information into account. 

3. Date of Next TSG-SA WG2 Meetings:

TSG-SA WG2 Meeting #135 
14th – 18th October 2019
Split, Croatia
TSG-SA WG2 Meeting #136
18th – 22th November 2019
Reno, USA.
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