
3GPP TSG-SA2 Meeting #134
S2-1907113
Sapporo, Japan, June 24th – June 28th 2019                (revision of S2-1905654)
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	23.501
	CR
	1421
	rev
	1
	Current version:
	16.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	

	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X

	

	Title:

	Clarification of service continuity between PLMN and SNPN

	
	

	Source to WG:
	Huawei, HiSilicon, Ericsson

	Source to TSG:
	SA2

	
	

	Work item code:
	Vertical_LAN
	
	Date:
	2019-6-18

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	It is concluded that service continuity between PLMN and SNPN is supported by using the similar procedure of Handover of a PDU Session procedure between 3GPP access and untrusted non-3GPP access. 

	
	

	Summary of change:
	Clarification of service continuity between PLMN and SNPN is added.
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* * * First Change * * *

5.30.2.X
Service continuity between PLMN and SNPN

When a UE is moving between PLMN and SNPN, the UE shall use Handover of a PDU Session procedure between PLMN and SNPN as specified in TS 23.502 [3] clause 4.9.X to achieve service continuity for PDU Sessions. 
NOTE:
For a UE which can over Uu connect to both SNPN and PLMN simultaneously, the handover of PDU Sessions between PLMN and SNPN can be achieved seamlessly. Otherwise some service interruption will occur and only IP address preservation is supported.
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