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**** Start of Changes ****
4.22.6
EPS Interworking


4.22.6.1
General
The interworking with EPS procedures are performed as defined in Clause 4.11 with the differences and clarifications described in the following clauses.

4.22.6.2
5GS to EPS idle mode mobility using N26 interface
Based on the signaling flow in Figure 4.11.1.3.2-1, the procedure is performed with the following differences and clarifications:

· In Step 5a, this step is also performed with all the PGW-C+SMFs corresponding to MA PDU Sessions and have EBI(s) allocated to them.
· In Step 15a, the AMF also requests the release of MA PDU Session, not expected to be transferred to EPC, i.e. no EBI(s) allocated to them.
4.22.6.3
EPS bearer ID allocation
Based on the signaling flow in Figure 4.11.1.4.1-1, additionally for MA PDU Session, with the following differences and clarifications:

· In Step 1, the following procedures and relevant steps are also initiated as specified in the relevant clauses of this specification:
-
Step 1-9 of UE Requested MA PDU session establishment (Non-roaming and Roaming with Local Breakout) in clause 4.22.2.1;

-
Step 1-11 of UE Requested MA PDU session establishment (Home-routed Roaming) in clause 4.22.2.2;

-
Step 1-2 of UE or network requested MA PDU Session Modification in clause 4.22.8.

· In Step 6, UE or network requested MA PDU Session Modification in clause 4.22.8 is initiated.
4.22.6.3
EPS bearer ID revocation
Based on the clause 4.11.1.4.3, additionally the following procedures are updated to revoke the EPS bearer ID(s) assigned to the QoS flow(s) in MA PDU Session:

-
UE or network requested MA PDU Session Release (non-roaming and roaming with local breakout) in clause 4.22.10.2.
-
UE or network requested MA PDU Session Release (Home-routed Roaming) in clause 4.22.10.3.

-
UE or network requested MA PDU Session Modification in clause 4.22.8.
**** End of Changes ****
