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Open items under Vertical_LAN
	5G LAN

6.15.1
	Volunteer

	Editor's note:
The above text may be updated based on eSBA outcome.
	Huawei

	broadcast and multicast traffic forwarding for 5G VN group 
	Huawei
Juniper

	
	

	
	

	
	

	
	

	
	

	Time Sensitive Communication


6.15.2



	

	Editor's Note:
The support of one step and two step sync operation at NW-TT output interfaces (towards TSN) is according to 802.1AS. How the information carried inside 5G system is FFS.

	Nokia

	Editor's Note:
It is FFS whether gPTP messages are forwarded on a distinct QoS Flow or other mechanism. If distinct QoS Flow is used it is FFS whether all gPTP messages are forwarded on it, or only a subset of the gPTP messages (e.g. those that carry information in the Suffix field). 
Usage of rateRatio is FFS.


	Qualcomm

	Editor’s note: Usage of rateRatio is FFS
	Nokia

Ericsson

	Editor’s Note: Whether other information beyond the ingress timestamp needs to be contained in the gPTP Suffix is FFS

	

	Editor's note:
How and when to collect/generate the user plane information of 5GS Bridge within 5GS is FFS.

	Huawei

	Editor's note:
Support of “exclusive gating mechanism” FFS. 

	

	Editor's note:
It is FFS if additional information is needed (for bridge management).

	Qualcomm

	Editor's note: It is FFS whether SMF or UPF allocates Port ID on the DS-TT, and how the port ID on the DS-TT side is sent to the UE.

	Nokia

Qualcomm

Huawei

	Exception sheet – Updates to procedure for bridge management/QoS/Policy:

PDU Session Establishment Procedure
	Nokia

Qualcomm

Huawei

Juniper

	Exception sheet – Updates to procedure for bridge management/QoS/Policy:

PDU Session Modification Procedure
	Qualcomm

	Exception sheet – Updates to procedure for bridge management/QoS/Policy:

PDU Session Release Procedure
	Qualcomm

	Updates to QoS assistance information – Policy specification
	Nokia

	Editor's note: The details of how to transparently convey port management information between TSN AF and DS-TT/NW-TT (including how to determine whether the related port is located in DS-TT or NW-TT) is FFS.


	Huawei

	Editor's note: The details of port management information for support of link layer discovery and reporting are FFS


	

	Standalone and Non-standalone NPN

6.15.3
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