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1. Overall Description:

SA2 thanks RAN2 for their LS on QoS modelling for SL unicast in EPC in S2-1906868/R2-1908305.
Regarding the following question from RAN2, SA2 have discussed the question asked by RAN2 and agreed as below:
Q1: For NR sidelink in case of EPC, including broadcast, group-cast and unicast, what QoS model is to be used, e.g., per-packet model or per-flow model?
A1: For NR sidelink in case of EPC, "per-flow QoS model" is used for broadcast, groupcast and unicast.
In addition, SA2 have discussed NR sidelink operations in EPC, i.e. NR PC5 controlled by eNB, with the following two parts:
1) SLRB management/operations such as providing UE with SLRB configurations, etc.

2) PC5 resource allocation such as granting a request for PC5 resource from a UE, etc.
SA2 would like to let RAN2 know SA2's preferences on 1) and 2) as below. SA2 understand it is up to RAN2 to make the final decision on these aspects.
-
Regarding 1), the UE in EPC performs SRLB establishment/re-configuration based on the provisioned (i.e. configured) SLRB configuration for NR PC5 both in RRC_CONNECTED (i.e. ECM-CONNECTED) and RRC_IDLE (i.e. ECM-IDLE) modes. This is like OoC UEs' SRLB establishment/re-configuration per agreement #7 made in RAN2#106 and to minimize impacts on eNB.
Agreements on NR SL QoS and SLRB configurations:
7:
For OoC UEs, SLRB configurations and the mapping of PC5 QoS profile to SLRB are pre-configured. When an OoC UE initiates the transmission of a new PC5 QoS flow, it establishes the SLRB associated with the flow based on pre-configuration.

8:
FFS what is used to realize for PC5 QoS flow to SLRB mapping in pre-configuration (e.g. PFI to SLRB mapping, QoS profile to SLRB mapping, etc.), depending on SA2 conclusion on how PFI is assigned.
-
Regarding 2), the UE in EPC performs PC5 resource allocation related operations for NR PC5 same as the UE is in 5GC (i.e. operations for UE autonomous resources selection mode and network scheduled operation mode).
The attachment is the approved TS 23.285 CR that reflects the SA2 agreement on NR QoS model and preferences on NR sidelink operations in EPC.
2. Actions:

To RAN2 group.

ACTION: 
SA2 kindly asks RAN2 to take the answer and preferences into account for their further work, and provide feedback on SA2's preferences related to NR sidelink operations in EPC.
3. Date of Next TSG-SA WG2 Meetings:
TSG-SA2 Meeting#135


10 – 14 October 2019

Split, Croatia
TSG-SA2 Meeting#136


18 – 22 November 2019

Reno, NV, USA
