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* * * First Change * * *

7.2.6
N2 procedures

7.2.6.0
General

This clause specifies delta for N2 procedures defined in TS 23.502 [3] clause 4.2.7 for 5G-RG and FN-RG.

Editor's note:
The support for FN-RG is FFS.

7.2.6.1
N2 procedures via W-5GAN Access

At power up, restart and when modifications are applied, the W-AGF node and AMF use non-UE related N2 signalling to exchange configuration data. The N2 Configuration as described in TS 23.502 [3] clause 4.2.7.1 is used with the following exceptions:
-
The 5G-AN corresponds to the W-AGF.

-
The UE corresponds to 5G-RG or FN-RG.

The Creating NGAP UE-TNLA-bindings during Registration and Service Request procedure as described in TS 23.502 [3] clause 4.2.7.2.1 is used for 5G-RG or FN-RG connecting to 5GC via W-5GAN Access with the following exceptions:

-
If the 5G-RG or FN-RG does not provide any UE identities (i.e. a GUAMI or a 5G-S-TMSI), or the 5G-RG or FN-RG provides a GUAMI or a 5G-S-TMSI but the W-5GAN cannot associate to any of its connected AMFs:
-
The 5G-AN corresponds to the W-AGF.

-
The UE corresponds to 5G-RG or FN-RG.

-
In step 2, the W-AGF shall handle the messages received from the FN-RG as described in BBF WT-456 [9] and WT-457 [10] and does not forward them to the AMF via the selected TNL association.
-
Step 3 can only take place during the Initial Registration procedure.
-
In step 4, The AMF may decide to modify the NGAP UE-TNLA-binding toward other 5G-AN nodes such as W-AGF. This is done in case AMF is changed and old AMF have existing NGAP UE-TNLA-bindings toward another W-AGF.

-
If the 5G-RG or FN-RG provides a GUAMI or a 5G-S-TMSI associated with the AMF usable by the W-5GAN:


-
The 5G-AN corresponds to the W-AGF.

-
The UE corresponds to 5G-RG or FN-RG.

The Creating NGAP UE-TNLA-bindings during handovers as described in TS 23.502 [3] Clause 4.2.7.2.2 is not applicable to the scenario when 5G-RG or FN-RG is access to 5GC via W-5GAN.
Re-Creating NGAP UE-TNLA-bindings subsequent to NGAP UE-TNLA-binding release as described in TS 23.502 [3] clause 4.2.7.2.3 is used for 5G-RG or FN-RG connecting to 5GC via W-5GAN Access with the following exceptions:
-
The 5G-AN corresponds to the W-AGF.

-
The UE corresponds to 5G-RG or FN-RG.
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